
fji 



I ^^^^1^1^^^ 1^9 




I^ilal Scientific 



THE DIGITAL SCIENTIFIC 



m ■ 
SERIES 16 

COMPUTER SYSTEM 



Publication No. Y006MO 
(Revision E) 



PRELIMINARY 
SYSTEM MANUAL 



June 1970 



Copyright© 1970, Digital Scientific Corporation, All rights 
reserved. This document may not be reproduced in part or 
in whole by any process, except as used within the company 
for internal discussion or for consideration or use of Digital 
Scientific Corporation equipment, without prior written per- 
mission of Digital Scientific Corporation. 



DIGITAL SCIENTIFIC CORPORATION 

11455 Sorrento Valley Road 

San Diego, California 92121 



PSINTED IN U.S>. 



RECORD OF REVISIONS 

Title: Digital Scientific META 4 Series 16 Computer System, Preliminary System Manual 
Publication Number: 7006MO (Original) 



DATE 



ISSUE 



6/6/69 
6/20/69 

10/31/69 

11/7/69 

3/3/70 



6/25/70 



Original 
Revision A 
Revision B 
Revision C 
Revision D 



Revision E 



(This revision reflects the adoption of the 
BNZ, BRZ, and SK mnemonics to replace 
the BTC, BNC, and AV mnemonics. The 
table on page 2-4a has also been corrected. ) 

(This revision reflects only minor changes 
on pages 1-10, 1-13, 2-3, 3-3, and 3-4.) 



Address comments to (refer to Comment Sheet at back of manual): 

DIGITAL SCIENTIFIC CORPORATION 
11455 Sorrento Valley Road 
San Diego, California 92121 

Phone: 714/453-6050 



11 




FRONTISPIECE. DIGITAL SCIENTIFIC META 4 COMPUTER SYSTEM 



111 



TABLE OF CONTENTS 



PAGE 



FRONTISPIECE i" 

SECTION 1 
DIGITAL SCIENTIFIC META 4 SERIES 16 COMPUTER SYSTEM 

1.1 INTRODUCTION 1-1 

1. 1. 1 META 4 SYSTEM CONCEPTS 1-1 

1. 2 PROCESSOR ORGANIZATION 1-4 

1. 3 PROCESSOR HARDWARE DESCRIPTIONS 1-6 

1. 3. 1 REGISTER AND SCRATCH- PAD MEMORY 1-8 

1.3.2 DATA PROCESSING LOGIC 1-9 

1.3.3 SEQUENCE CONTROLS AND READ-ONLY MEMORY (ROM) . 1-11 

1.3.4 INPUT/OUTPUT TRANSMISSION AND CONTROL 1-12 

1. 3. 5 CORE MEMORY READ/WRITE TRANSMISSION AND CONTROL 1-13 

1.4 PERIPHERAL EQUIPMENT 1-14 

SECTION 2 
READ-ONLY MEMORY (ROM) INSTRUCTIONS AND INSTRUCTION MODIFIERS 

2. 1 GENERAL DESCRIPTION 2-1 

2.2 ROM INSTRUCTIONS 2-1 

2.3 ROM INSTRUCTION MODIFIERS 2-16 

SECTION 3 

■H/rirrTlA A CfTp-DTTPQ 1 <? /^rMlTTlTTT^TTir) TTTDH/niJ A 13 tT' A COTT'lV/T'DT T7T> rT^TMfJn 

IVlIli -L.fi t oJliX\illiO J.U \^KJiXLjr \J JLi:ji.\ i: L±\ixi.yiJnj.\iii 2^uijjjjj.»j.jjj-ij-iii. v^v-»j-fj.j.i\j 

3.1 FUNCTION 3-1 

3.2 CODING 3-1 

3.2.1 LOCATION FIELD 3-1 

3.2.2 OPERATION FIELD , 3-1 



TABLE OF CONTENTS (Continued) 



PAGE 



3. 2. 3 SOUECE AND DESTINATION FIELD (BDA) 

3. 2. 4 DATA FIELD 

3.2.5 MODIFIERS 

3.2.6 COMMENT FIELD 

3.2.7 ASSEMBLER ERROR FLAGS 

SECTION 4 

META 4 SERIES 16 COMPUTER SYSTEM PROGRAMMING 
TECHNIQUES AND EXAMPLES 

4.1 EMULATION 

4 11 T oxrn TXTCT'RTTr'T'TnM vr)T}-\jr&T ^T-mv/r iiqan 

4. 1. 2 SHORT INSTRUCTION FORMAT (IBM 1130) 

4.1.3 INSTRUCTION DECODING 

APPENDIX A POWERS OF TWO 

APPENDIX B ASCII, TELETYPE, AND HOLLERITH CODES . . . . 

APPENDIX C TABLE OF BINARY-TO-HEXADECIMAL CONVERSION . 

APPENDIX D HEXADECIMAL-TO-DECIMAL CONVERSION TABLE . . 



3-3 
3-3 
3-3 
3-5 
3-5 



4-1 

4-2 
4-2 

A-1 
B-1 
C-1 
D-1 



FIGURE 



LIST OF ILLUSTRATIONS 



1-1 
1-2 
2-1 
3-1 

4-1 
4-2 

4-3 



META 4 COMPUTER SYSTEM, BLOCK DIGRAM 

META 4 SERIES 16 PROCESSOR, HARDWARE ORGANIZATION 

META 4 SERIES 16 COMPUTER CONTROL INSTRUCTIONS . 

FIRMWARE ASSEMBLER CODING FORM 

SAMPLE FLOWCHART, READ NEXT INSTRUCTION .... 

SAMPLE FLOWCHART, OPERAND READ, SHORT FORMAT, 
RELATIVE TO INDEX REGISTER 2 

SAMPLE FLOWCHART, SUBTRACT 



1-5 
1-7 
2-2 
3-2 
4-10 

4-12 
4-15 



VI 



SECTION 1 
DIGITAL SCIENTIFIC META 4 SERIES 16 COMPUTER SYSTEM 



1. 1 INTRODUCTION 



1. 1. 1 META 4 SYSTEM CONCEPTS 



Organization of Digital Scientific' s META 4 provides "general -purpose applicability" 
not only in a main memory instruction set, but also in its underlying, micropro- 
gram instruction set and in its flexible hardware organization. Contrary to the 
traditional computer organization, which bars the system designer from using 
registers and data paths other than as defined by a core memory instruction set, 
the system designer determines the number and functional assignment of general- 
purpose registers for data handling, external input/output, core memory input/ 
output, accumulators or indexing, and the core memory instruction set to use. 

The object of META 4 microprogramming capability is to allow the system de- 
signer to exercise the hardware as directly as possible without any intervening 
constraints. The system designer can act both as programmer and logic designer 
and can manipulate not only algorithms, but architecture. 

The META 4 microprogrammed processor can be described as a "computer within 
a computer, " where inner computer sequences emulate the machine language in- 
structions for the outer computer and also execute special sequences not directly 
related to ordinary outer-machine instructions. 

Conventional computer system organization limits the permissible interconnections 
among functional elements. Since machine language formats and logical organiza- 
tion of conventional computers are closely related, only one machine language in- 
struction set can generally be executed efficiently and the full potential of possible 
interconnections among the functional elements cannot be realized. 



Digital Scientific Corporation is indebted to Dr. Robert Rosin for perm-ission to include 
some of his concepts on emulation in this introduction. 
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The META 4 microprograimned computer organization offers the system designer an 
opportunity to match internal hardware facilities to a particular set of requirements. 

Organization of the META 4 system is independent of the machine language instruc- 
tion set in main memory and permits flexibility in specifying interconnections for 
functional elements such as arithmetic and Boolean operational units, registers, 
memory, and input/output devices. 

For example, core memory instruction execution in every computer involves a 
sequence of steps such as: 

• Place program location counter in memory address register. 

• Fetch instruction from main memory and place in memory data register. 

• Increment program location counter to prepare for next instruction. 

• Move current instruction to instruction register. 

• Decode current instruction and addressing mode. 

• Calculate operand address. 

• Place operand address in memory address register. 

• Fetch operand from main memory and place in memory data register. 

• Perform operation. 

In a conventional computer, speciallywired circuits control each sequence. The main 
memory instruction set is fixed and can be changed only by rewiring the computer. 

In the META 4 Computer, a high-speed control memory replaces the specially 
wired circuitry. Control memory instructions (the microprogram) specify inter- 
connections of fimctional elements. The control memory contents can be altered 
easily by the system designer, thus permitting great flexibility in specifying in- 
terconnections and allowing almost any desired main memory instruction set. 

The META 4 microprogram emulator differs from a conventional computer pro- 
gram interpreter in several features, as described below. 
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• Microprograms are stored in a control memory which is distinct from the 
main memory of the emulated machine and is read-only memory (ROM) for 
the purpose of optimizing speed. 

• Facilities to improve implementation and operation of emulators canbe implemen- 
ted at speeds comparable to those available from hardware. Examples are float- 
ing point arithmetic, character code conversion, and control panel operation. 

The high-speed computing capability and flexibility are controlled by Digital 
Scientific Corporation's unique Read-Qnly Memory (ROM). ROM-controlled in- 
struction cycle times are less than 90 nanoseconds, enabling 10 or more micro- 
intructions to be executed during each core memory cj^cle. 

META 4 ROM microprograms (firmware) allow both core memory instructions 
and special algorithms to be executed much more rapidly than in other "general- 
purpose" devices. These factors — the computer organization and the high-speed 
ROM firmware — mean that applications which would normally require special 
hardware are standard capabilities for a META 4 Computer. For example: 

• Instruction Set Emulator for Other Computers (with improved performance ): 
An IBM 1130/1800 can be emulated completely and can be improved upon by 
adding floating-point instructions and register-to-register instructions. 

• Channel Interface or Peripheral Equipment Controller for Other Computers : 
A disc controller with code and format conversion capabilities can be micro- 
programmed to operate at high speeds to provide economical standard inter- 
facing to a variety of other computers. 

• Communications Line Controller, Buffer, Editor, and Preprocessor : Serial- 
to-parallel conversion and data editing for multiple nonsynchronous or synchro- 
nous lines can be done at high speed to relieve a data processing system of a 
substantial overhead load. 
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, Digital Algorithm Processor : Convolution, fast Fourier transformation, 
correlation, high-level language compilation, or queue optimization algo- 
rithms can be executed at high speed, among multiple registers, using core 
memory for data only, not for program execution. 

1.2 PROCESSOR ORGANIZATION 

The processing unit (see Figure 1-1) consists of data registers, data processing 
logic paths, sequence control, input/output facilities, core memory, and inte- 
grated scratch-pad memory. 

• Data Registers are 16-bit, integrated-circuit registers. Up to 31 directly 
addressable registers may be installed. During certain operations, data 
from the Read-Only Memory (ROM) may be used in place of register data. 

In Figure 1-1, registers for addresses 4 through 31 are optional. The re- 
quirement for and the choice of a particular type of register depend upon 
the user's system requirements for accumulator and scratch-pad registers, 
core memory registers, and input/output registers. 

• Data Processing Logic Paths consist primarily of an arithmetic/Boolean 
unit, which processes data received via the A-bus and the B-bus, followed 
by a shifter unit, which transmits data to a destination register via the 

in controls, together with overflow and carry-out condition register bits, 
allow multiple precision operation. The Boolean functions comprise the 
logical connectives AND, OR, or Exclusive OR. The shifter unit manipu- 
lates the result of either an arith-metic or a Boolean operation. 

• Sequence Control for the processor is a prograin stored in high-speed, 
Read-Only Memory (ROM) and coded in a manner similar to Assembly 
language instructions for a conventional (hardware- sequenced) computer. 
Addresses in ROM instructions or in Register 2 (refer to page 1-8) are 
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FIGURE 1-1. META 4 COMPUTER SYSTEM, BLOCK DIAGRAM 



used by the branch-control unit to shift control between various sequences 
as the result of testing operations. 

Any single bit of any addressable register maybe tested for zero or nonzero, 8- 
bit or 16-bitf ields may be tested for zero or nonzero, and a self -decrementing 
register may be tested for zero concurrently with operations of functional units. 

• Input /Output Facilities are implemented at three levels: 

1. Direct cable connections to special types of directly addressable registers. 
The sequence control program may communicate with the system periph- 
eral equipment through these registers. 

2. Chassis accepting standard controller for various peripheral equipment 
on a plug-in basis. No field wiring changes are required to add or delete 
peripheral equipment. Peripheral equipment controllers operate on a 
party-line I/O bus or directly to memory, as applicable. 

• Core Memory is operated by the control program through special registers 
and controls. Four standard memory ports allow multiple processors or 
special equipment to share memory. Each 8192-word bank of core memory 
is an independent unit. The processor can use additional memory registers 
to overlap accesses to several banks. 

a Integrated Circuit Scratch- Pad Memory is operated by the control program 
through special registers. 

1.3 PROCESSOR HARDWARE DESCRIPTIONS 

The complete processor, including control memory, mounts in a 19-inch-wide 
rack housing and requires a 14-inch height for the logic and control memory 
chassis, a 14-inch height for up to two 8192-word memory banks, and a 14-inch 
height for the input/output adaptor chassis. Power supplies are normally mounted 
on the rear rails of a cabinet behind the processor chassis. (See Figure 1-2. ) 

Processor logic uses high-speed, emitter-coupled, integrated circuits for reliable 
operation at high speed. Major operation cycle time is 90 nanoseconds including 



1-6 



SIX CARD SLOTS FOR 

REGISTERS, ACCUMULATORS, 

SCRATCH PAD, ETC. 



ITEMS SHOHN IN DOTTED LINES 
ARE OPTIONAL TO THE MODEL 4001 



MEMORY I/O REGISTERS 



CENTRAL PROCESSOR 

(STANDARD) 

PART OF 4001 



4 PORT ENTRY CARD 

AND rftGGi\»n 

PROTECT COMES WITH 
ODD CORE KeOULE — 



MEMORY 

(OPTIONAL! 



FIRST 4K 
OF CORE IN 
AN ADAPTOR 
CHASSIS 



INPUT /OUTPUT 

(STANDARD) 
PART OF 4001 



BACKPLANE 
DRIVER CARD 



CPU CARDS - REGISTERS 0, I, 2 AND 3, ETC. 



ROM 



ADDITIONAL ROM 
AS REQUIRED 



r~ir~ir~i 



1^ 



/ 



L_JL_JL_J 



"7^ 



^r-i| 

4096 

WORDS 

CORE 

ODD 

MODULE , . 

I 



ODD ^ I 
; MODULE , 

THIRD I 
' 4K ' I 

+ CORE 



F-'^J 



J 



^ 




4096 
WORDS 
CORE 
EVEN 
MODULE 

1 



ilJ! 



EVEN 

MODULE 

FOURTH 

4K 

CORE 



+ + 



Jl 



BLOWER 



A 



K 



BLOKER 



/ 



CABINET IS OPTIONAL 



CPU CHASSIS WITH POWER SUPPLIES, 
REGISTERS 0, I, 2, 3 AND MEMORY, 
IK ROM AS STANDARD 



CORE MEMORY ADAPTOR CHASSIS 
WITH POWER SUPPLIES 



INPUT /OUTPUT CHASSIS WITH 
POWER SUPPLIES, I/O BACKPLANE 
DRIVER CARD AND CABLES 



CAM SLOTS AVAILABLE F0« 
ZZ CONTROLLER CARDS 



FIGURE 1-2. DIGITAL SCIENTIFIC META 4 SERIES 16 PROCESSOR, 
HARDWARE ORGANIZATION 



1-7 



Read-only Memory (ROM) and data source register accesses, arithmetic and/or 
logical shift processing, and storage in a destination register. 

Input/output logic uses a mixture of DTL and TTL integrated circuits. 



1.3.1 



REGISTERS AND SCRATCH- PAD MEMORY 



Optional assemblies for directly addressed registers are available in several 
versions. Optional assemblies for integrated circuit scratch-pad memory are 
also available. Register types differ in internal bus connections, external I/O 
connections, and associated control functions. Register assemblies differ in 
the number and types of registers. 



Type of Assembly 
Double-Bus Accumulators/Index 
Single- Bus Accumulators /Index 
Input/Output 
Memory/Input/Output 

Integrated Circuit Memory 



Nimiber and Type of Bus 

Registers per Assembly Connections 

4 read/write B, D,A 

8 read/write B, D 

4 read, 4 write B, D 

2 read, 2 write for memory B, D 

2 read, 2 write for I/O B, D 

64 read/write B, D (both 

indirectly) 



Registers may be data sources on the A-bus and B-bus and data destinations on 



the contents were zero for the A-bus only. 

Register addresses 0, 1, 2, and 3 are assigned to the basic machine structure 
(see Figure 1-1). Addresses 4, 5, 6, and 7 are normally assigned to core mem- 
ory and general I/O functions. All other addresses (8 through 31) are available for 
general use and are assigned in groups of four registers to seven connectors. Reg- 
ister assemblies containing eight assigned addresses can be installed only in the 
Dositions indicated and preclude use of the connector with redundant addresses. 
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The dedicated register address functions and connections are indicated below: 



Register 



Register 1 



Zero register: contains zero for operand use and serves 
as a diunmy destination. 

Condition/Counter register: bits 8 through 15 contain 
a self-decrementing counter which may be initialized 

from the D-bus and decremented and tested by instruc- 
tion control bits. Bits 0, 1, and 2 represent carry-out, 
overflow, and shift-out conditions and are not controllable 
from the D-bus. Bits 3 through 7 are fixed at zero. All 
register bits can be gated to the B-bus for operand use 
or program testing with the limitation that if Register 1 
is specified as both the B-bus source and the D-bus des- 
tination of a single instruction the counter contents are 
indeterminate. 



Register 2 



Link register: serves as an address soarce for the ROM 
address selector durir^ specific instructions. The Link 
register maj^ be set from the D-bus and gated to the B-bus 
as required and may serve as a single bus accumulator if 
not required for ROM addressing. 



Register 3 



General-purpose, double-bus accumulator: has no spe- 
cial properties. 



1.3.2 



DATA PROCESSING LOGIC 



1.3.2.1 Arithmetic Unit 



The high-speed, 16-bit parallel adder operates in two's complement mode with 
carry input under program control. Carry-out and overflow automatically force 
the appropriate condition register bits. The carry-out and the overflow condi- 
tions may be tested in the Condition/Coimter register. Carry input during an 
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instruction may be either inhibited, selected to be the previous carry output, or 
forced unconditionally. The ability to select a previous carry-out as a carry input 
simplifies multiple precision operation. The ability to force a carry input facili- 
tates two's complement subtraction operations using logical complementing of 
operands rather than arithmetic complementing. If one's complement arithmetic 
operation is required, the processor program may use two-step additions in 
which the second step provides the end-around- carry characteristics of one's 
complement operations. 

Two special addition operations expedite multiply and divide operations: 

• Multiply step is addition which is completed only if the shift condition was 
previously true. 

im J^J. V l.VA\^ L3 l/\^ U ikD t*- 1"^. xCtx d.^AVAH'i'-' li YY xx\^ ^ \^ t*. xxvc,4-*.l'J- ' <^ l_» v-ixxi j.xxxxx. r^i. I'LJ v^xxu,xx^xxx^ vxx^ 

destination register. 



1. 3. 2. 2 Boolean Unit 



The Boolean unit provides the logical connectives of x'VND, OR, or Exclusive OR 
of the A-bus and B-bus sources. Since Register (containing zero) may be used 
as one of the operands, the Boolean unit may be used to zero registers using the 
AND function and to copy data using the OR function. An Exclusive OR using a 
data field from the ROM with all 16 bits true is used to complement data. 



1. 3. 2. 3 Shift Unit 



The Shift unit provides bit manipulations on the output of the Arithmetic/Boolean 
unit. Both shift carry -out and shift carry-in for shift operations may be inhibit- 
ed or selected independently. The shift carry-out status may be tested in the 
Condition/Coxmter register (Register 1) and represents the data spill from the 
most recent shift operation having carry-out enabled. 
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Shift operations comprise: 

• One-place left or right shift 

• Eight-place left or right shift/rotate 

• Sign extend (copy bit 8 into bits through 7) 

• Average (one-place end-off right shift with arithmetic carry entering at left) 

• No shift. 

1. 3. 3 SEQUENCE CONTROLS AND READ-ONLY MEMORY (ROM) 

The ROM is organized into 16-bit words. Addresses of instruction words must 
be even. Logically indexed references to data words may use either even or 
odd addresses. Up to 4096 single words may be installed in multiples of 1024 
words. Each reference to the ROM calls up a double word so that access time 
is identical for single words and double words. Contents of the ROM can be 
readily modified or replaced in the field by either Digital Scientific Corporation 
or user personnel. 

ROM instructions are executed in sequence unless a Branch causes transfer to 
another sequence. Branches occur in one of three ways: if specified during an 
RR format instruction, the next instruction is imconditionally taken from the ad- 
dress in the Link register (Register 2); if the counter section of the Condition/ 
Counter register (Register 1) does not decrement to zero during an RR format 
instruction when tested, the next instruction is taken from the address in the 
Link register; if a Branch instruction to test various data or machine conditions 
is successful, the next instruction is taken from the data field of the instruction 
and logical indexing by the Link register is selectable. 

A 4-bit field in the branch instruction "points" at any single bit of any addres- 
sable register. Branching may be selected for the true or false state of the 
specified bit, allowing tests for data sign, arithmetic carry /overflow, shift carry. 



1-11 



or any other single bit condition. Branching on zero or nonzero half words or 
single words is selected by a modified branch instruction. 

The system is initialized by an externally applied signal which clears the I/O 
register controls and the ROM address register. Execution of the instruction at 
ROM address 000 (normally a branch) can lead to a firmware routine that ini- 
tializes other parts of the system such as internal working registers. 

1. 3. 4 INPUT/OUTPUT TRANSMISSION AND CONTROL 

Input/output transmission uses register reference instructions to gate 16 bits of 
input data directly to the B-bus and to store 16 bits of output data in the latch 
registers. Voltage-level shifter circuits between emitter-coupled logic and 
to +5-volt levels are provided and an external signal may be used to enable 
output from the latch registers. 

For input and output operations with the special I/O registers only: 

• A program sequence pause occurs if the Pause control instruction bit 
is used. The input/output operation is delayed until a signal from the 
external equipment is received. 

• A control signal is transmitted to the external equipment upon comple- 
tion of the instruction if the input/output control instructionbitisused. 

The Pause and I/O control bits are ignored if the referenced register is not 
an l/O-type register. Interlocked transmissions of data are readily made 
using control signals. Noninterlocked transmissions of data are made by not 
usii^ one or both control bits. 

Input/output pairs share a register address, but are not internally intercon- 
nected. Data in an output register cannot be gated back to the B-bus unless 
the input/output pair are strapped externally. Each pair shares a single ex- 
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i. 3. 5 



terminal connector and any pair of one processor may be connected to any 
pair of the same or another processor by using a standard cable. 

CORE MEMORY READ/U'RITE TRANSMISSION AND CONTROL 

Core memory read/write transmission uses register reference instructions 
in a manner similar to ordinary input/output register reference instructions. 
The two control instruction bits are interpreted as Read and Write rather 
than Pause and I/O control. The program sequence Pause function is implied 
as active when addressing any memory register. 

The core memory is a coincident current system with a 900-nanosecond full 
cycle (read/wiite). Each completely independent bank of 4096 or 8192 words has 
four independent access ports. Port priority may be assigned at the discretion 
of the user and may differ between banks. Memory is protected against power 
failure. 

One 16 -bit output register is assigned as the core memory address register 4 
and a second 16-bit output register is assigned as the core memory data output 
register 5. One of the corresponding 16-bit input register addresses is assigned 
to the core memory data input gate and the second corresponding 16-bit input 
register address is assigned to the input path for memory parity, protect status 
condition, and memoiy control signals. Input/output pairs are not externally 
connected except for memory data. Only one standard cable is required to con- 
nect the core memory with the four register paths. The memory data lines are 
bidirectional and are shared for input and output. 

Standard memory feature: 

• One 16-bit odd parity and one protect bit for each 18 -bit storage word with 
automatic abort of Write instructions when the memory cell is protected 
and the Write control does not indicate a protected write status. Error con- 
ditions are transmitted to the processor. 
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1.4 



PERIPHERAL EQUIPMENT 



Peripheral equipment is operated either by dedicated registers or by a multi- 
plexed signal bus using one pair of standard I/O registers. One output register 
is used for addressing and a second output register is used for control and 
data output. One of the corresponding input register addresses is used for data 
input and the second corresponding input register address is used for miscel- 
laneous status and data bit inputs. Two standard cables are required to connect 
the two register paths with the chassis of the peripheral devices. 



Standard peripheral devices are listed below: 
• Keyboard/Printer 

. r-r>Tiir lion r^^-,^^,-,-!-^-^ Tin «!,„«.« i^nt-,,Ji-^^ o A /^ «l«««».«1 ««-v.-(-«.«1 nn«n1 r,».J 
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ROM containing instruction set firmware 

IBM 1800 Computer Data Channel 

300-character-per-second Paper Tape Reader 

50-character-per-second Paper Tape Punch 

300-card-per -minute Hollerith Card Reader 

200-card-per-minute Hollerith Card Punch and Reader combination 

Moveable Head Disc with Removeable Sir^le Disc Pack 

300-line-per-minute Line Printer 

Magnetic Tape Transports (1x2 controller, 7- or 9-track) 

Digital Input/Output Interface 

Analog- to- Digital (A/D) and Digital-to-Analog (D/A) Converters 

300-step-per-second Incremental Plotter 
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Teletype Line Adapters 

High-Speed Communications Line Adapters 

Computer-to-Computer Channel Interface for other manufacturers' computers 

Computer Channel Simulator for other mamafacturers' computers 

Real-Time Clock/Time-of-Day Clock 

Stall Alarm/Timer 
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SECTION 2 
READ-ONLY MEMORY (ROM) INSTRUCTIONS AND INSTRUCTION MODIFIERS 

2.1 GENERAL DESCRIPTION 

ROM instructions select specific operations of the arithmetic/Boolean, branch, 
and register load functions of the computer. Instructions are grouped into four 
categories, as shown in Figure 2-1. 

• BR is the Branch format. 

m RT? iH thfi Ree-ister-ReB-ister format. 

• RI is the Register-Immediate format. 

• RL is the Register Load format. 

Instruction execution times are each one machine cycle (90 nanoseconds) except 
for the RL format instruction, which requires two machine cycles (180 nano- 
seconds). 

ROM instruction modifiers select operations of the computer in addition to those 
selected by the basic instructions. Multiple modifiers may be specified and will 
operate within the basic instruction cycle times. 

2.2 Modifiers are grouped into five categories, as follows: 

• Shifter Control 

• Arithmetic Control 

• Branch Control 

• Input/Output and Memory Control 

• Instruction Loop Repeat Control 
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KQM INSTRUCTION EVEN ADDRESS 



ROM INSTRUCTION ODD ADDRESS 
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PZ 10 

MW MR 
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REGISTER 


REGISTER 
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NON- ARITHMETIC 
STANDARD CARRY 
USE CONTROL 



ROM INSTRUCTION EVEN ADDRESS 



MW MR 



ARITHMETIC/ 
BOOLEAN 
CONTROL 



B- D- XTRNAL 
BUS BUS DEVICE 
MSB MSB CONTROL 
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SOURCE 
REGISTER 



D-BUS 

DESTINATION 

REGISTER 



ROM INSTRUCTION ODD ADDRESS 



J L 



IMMEDIATE OPERAND DATA 



X 

-J L 



DH K)[1MAT 



ROM INSTRUCTION EVEN ADCBESS 



ROM INSTRUCTION ODD ADDRESS 
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TRUE IF SET 



ROM mSTItUCTION EVEN ADDRESS 



ROM INSTRUCTION ODD ADDRESS 
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HEGfflTER 

LOAD 
OP CODE 



D- XTRNAL 
BUS BUS DEVICE 
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B-BUS 
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REGISTER 



ARITHMETIC/BOOLEAN CONTROL 
OP CODES 



MNEMON IC HEXADECIMAL FORMAT 



BRZ BNZ 
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AND 


1 


RR 


OR 
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RR 


XOR 


3 


RR 


ADD 


4 


RR 


MULT 


5 


RR 


DIV 


6 


RR 


ANDI 


9 


RI 


ORI 
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RI 
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RI 
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C 


RI 


LOAD 


F 
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ON 
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REGISTER 
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ARITHMETIC/BOOLEAN CONTROL 
ASSEMBLER PSEUDO OP CODES 
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SYMBOLS 
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ASSEMBLER SYMBOLS 

SYMBOL 

* (asterisk) 
. (period) 
$ (dollar) 
, (comma) 
; (semi-colon) 



FIGURE 2-1. META 4 SERIES 16 COMPUTER CONTROL INSTRUCTIONS 



BNZ 



BRANCH IF NONZERO CONDITION 



TIMING: 1 CYCLE(S) 



1 2 3 4 5 6 7 8 9 10 11 12 13 14 15 



0,0,0,0 




# I # I # , # 



i 




12 3 


4 5 6 7 8 9 10 11 12 13 14 15 


P,P,P,P 


y|Y|Y|Y|Y|YiY|Y|Y[Y|Y|Y| 



ROM INSTRUCTION, EVEN ADDRESS 



ROM INSTRUCTION, ODD ADDRESS 



The condition specified by modifiers or a register bit position is tested. If the test result is 
nonzero, the next instruction is taken from ROM location Y. If the test result is zero, the next 
sequential instruction is executed. The least significant bit of Y is ignored and interpreted as 
zero so that Y will be even. Registers and machine conditions are not changed by a Branch 
instruction. 



# The 5-bit, B-bus source register address occupies bit positions 4, 8, 9, 10, 11 of the 
even ROM address. 

VALID MODIFIERS : 

L R W rx XQ PZ lO (Refer also to page 2-4a. ) 

NOTE: See page 2-16, paragraph 2. 3, for a discussion of instruction modifiers. 
Also, see page 3-4, paragraph 3.2.5, for a discussion of modifiers and their 
mnemonics as used in writing code for the firmware assembler. 
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BRZ 



BRANCH IF ZERO CONDITION 



TIMING: 1 CYCLE(S) 



1 2 3 4 5 6 7 8 9 10 11 12 13 14 15 



0.0.0.0 




#,#,#,# 




12 3 


4 5 6 7 8 9 10 11 12 13 14 15 


P, P, P| P 


y,Y,Y,Y,Y|Y,Y,Y|Y,Y,Y|0 



ROM INSTRUCTION. EVEN ADDRESS 



ROM INSTRUCTION, ODD ADDRESS 



The condition specified by modifiers or a register bit position is tested. If the test result is 
zero, the next instruction is taken from ROM location Y. If the test resiilt is nonzero, the 
next sequential instruction is executed. The least significant bit of Y is ignored and interpre- 
ted as zero so that Y will be even. Registers and machine conditions are not changed by a 
Branch instruction. 



# The B-bus source register address occupies bit positions 4, 8, 9, 10, 11 of the even 
ROM address. 

VALID MODIFIERS : 

L R W K XQ PZ lO (Refer also to page 2-4a. ) 
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The use of mnemonics BNZ and BRZ is shown in the following table: 







Bits 0-7 


Bits 0-7 


Bits 0-7 


Bits 0-7 






zero 


zero 


nonzero 


nonzero 






Bits 8-15 


Bits 8-15 


Bits 8-15 


Bits 8-15 


BRZ 


W 


zero 


nonzero 


zero 


nonzero 


• 








BRZ 


R 


• 




• 




BRZ 


L 


• 


• 






BRZ 


R,L 


• 


• 


• 




BNZ 


R,L 








• 


BNZ 


R 




• 




• 


BNZ 


L 






• 


• 


BNZ 


W 




• 


• 


• 


• indicates conditions for successful branch 









NOTE: Branch testing of an I/O register input must not be attempted unless the I/O system 
is stabilized at the time. Stabilization is assured by input/output system data via timing inter- 
locks. Stabilization is not assured for nonsynchronized inputs such as those used for inter- 
rupts. The effect of testing a nonstabilized input may be a ROM program branch to an address 
which is neither the next sequential address nor the expected branch address. 
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AND 



AND B-SOURCE REGISTER WITH 
A-SOURCE REGISTER 



TIMING: 1 CYCLE(S) 






1 2 


3 


4 5 


6 7 


8 9 10 11 


12 13 14 15 





0,0 


1 


# , # 


B 


# 1 # 1# , # 


#1 #1 # 1 # 



1234567 



9 10 11 12 13 14 15 




ROM INSTRUCTION, EVEN ADDRESS 



ROM INSTRUCTION, ODD ADDRESS 



The contents of the specified registers are placed on the B-bus and the A-bus, respectively. 
The AND'ed result is transmitted to the shifter unit for further processing and ultimate stor- 



. T __ .. J_-|_ 






age in the u-bus destination register, unly tne u-ouh uebunai-ion xegiBter ia changed by the 
AND instruction. 



# The B-bus source register address occupies bit positions 4, 8, 9, 10, 11 of the even 
ROM address 

The D-bus destination register address occupies bit positions 5, 12, 13, 14, 15 of the 
even ROM address. 

The A-bus source register address occupies bit positions 8, 0, 1, 2, 3 of the odd 
ROM address. 

VALID MODIFIERS : 

Rl LI SK SE R8 L8 EX SI SO J D PZ 10 MR MW 



2-5 



OR 



INCLUSIVE OR B-SOURCE REGISTER 
WITH A-SOURCE REGISTER 



TIMING: 1 CYCLE(S) 



1 2 3 4 5 6 7 8 9 10 11 12 13 14 15 



,0,1,0 
I I I 



# , # 
I 




# I # I # I # 

I I L_ 



# I # I # I # 



12345678 9 10 11 12 13 14 15 





ROM INSTRUCTION, EVEN ADDRESS 



ROM INSTRUCTION, ODD ADDRESS 



The contents of the specified registers are placed on the B-bus and the A-bus, respectively. 
The Inclusive OR'ed result is transmitted to the shifter unit for further processing and ulti- 
mate storage in the D-bus destination register. 



The B-bus source register address occupies bit positions 4, 8, 9, 10, 11 of the even 

ROM address. 

The D-bus destination register address occupies bit positions 5, 12, 13, 14, 15 of the 

even ROM address. 

The A-bus source register address occupies bit positions 8, 0, 1, 2, 3 of the odd 

ROM address. 



Rl LI SK SE R8 L8 EX SI SO J D PZ 10 MR MW 



9„R 



XOR 



EXCLUSIVE OR B-SOURCE REGISTER 
WITH A-SOURCE REGISTER 



TIMING: 1 CYCLE (S) 



123456789 10 11 12 13 14 15 



0.0.1.1 



1 ^ 




#.#.#.# 



#,#,#,# 




ROM INSTRUCTION, EVEN ADDRESS 



ROM INSTRUCTION, ODD ADDRESS 



The contents of the specified registers are placed on the B-bus and the A-bus, respectively. 
The Exclusive OR'ed result is transmitted to the shifter unit for further processing and ulti- 
mate storage in the D-bus destination register. 



The B-bus source register address occupies bit positions 4, 8, 9, 10, 11 of the even 

ROM address. 

The D-bus destination register address occupies bit positions 5, 12, 13, 14, 15 of the 

even ROM address. 

The A-bus source register address occupies bit positions 8, 0, 1, 2, 3 of the odd 

ROM ADDRESS. 



VALID MODIFIERS: 



Rl LI SK SE R8 L8 EX SI SO J D PZ 10 MR MW 
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ADD 



ADD B- SOURCE REGISTER TO 
A-SOURCE REGISTER 



TIMING: 1 CYCLE(S) 



1 2 3 4 5 6 7 8 9 10 11 12 13 14 15 



, 1 , I 



#, # 




# 1 # I # I # 



# I # I # I # 



1 2 3 4 5 6 7 8 9 10 11 12 13 14 15 




^1^1 ^1 ^^ 



ROM INSTRUCTION, EVEN ADDRESS 



ROM INSTRUCTION, ODD ADDRESS 



The contents of the specified registers are placed on the B-bus and A-bus, respectively. 
The sum is transmitted to the shifter unit for further processing and storage in the D-bus 
destination register. Addition is carried out in two's complement format. Carry input to 
the least significant bit is controlled by CI, which enables the previous carry condition as 
input, and +1, which forces carry input. The carry condition is set to correspond to the 
carry from bit and the overflow condition is set to correspond to the Exclusive OR of the 
carries from bits 1 and 0. The D-bus destination register and the carry and overflow condi- 
tions are changed by the ADD instruction. 



# The B-bus source register address occupies bit positions 4, 8, 9, 10, 11 of the even 
ROM address. 

The D-bus destination register address occupies bit positions 5, 12, 13, 14, 15 of the 
even ROM address. 

The A-bus source register address occupies bit positions 8, 0, 1, 2. 3 of the odd ROM 
address. 

VALID MODIFIERS : 

Rl LI SK SE R8 L8 EX SI SO J D PZ 10 MR MW CI +1 
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MULT 



MULTIPLY STEP; CONDITIONAL ADD 
B-SOURCE REGISTER TO A-SOURCE 
REGISTER 



TIMING: 1 CYCLE(S) 
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•# j # 1 # 1 # 
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1234567 



9 10 11 12 13 14 15 




ROM INSTRUCTION, EVEN ADDRESS 



ROM INSTRUCTION, ODD ADDRESS 



The contents of the specified registers are placed on the B-bus and A-bus, respectively. The 
sum is transmitted to the shifter uait for further processing and storage in the D-bus destina- 
tion rep"ister. If the shift condition is zero, nrior to the MULT instruction execution the B- 
bus data source is inhibited so that the A-bus data source passes through the adder unchanged. 

Addition is carried out in two's complement format. Carry input to the least significant bit is 
controlled by CI, which enables the previous carry condition as input, and +1, which forces 
carry input. The carry condition is set to correspond to the carry from bit and the overflow 
condition is set to correspond to the Exclusive OR of the carries from bits 1 and 0. The D- 
bus destination register and the carry and overflow conditions are changed by the MULT 
instruction. 



# The B-bus source register address occupies bit positions 4, 8, 9, 10, 11 of the even 
ROM address. 

The D-bus destination register address occupies bit positions 5, 12, 13, 14, 15 of the 
even ROM address. 

The A-bus source register address occupies bit positions 8, 0, 1, 2, 3 of the odd ROM 
address. 

VALID MODIFIERS : 

Rl LI SK SE R8 L8 EX SI SO J D PZ 10 MR MW CI +1 
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DIV 



DIVIDE STEP; TRIAL ADD B-SOURCE 
REGISTER TO A-SOURCE REGISTER 



TIMING: 1 CYCLE(S) 
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--U — iiiiJ.i I I JL-..I I I II I 1 I 



1234567 



9 10 11 12 13 14 15 




ROM INSTRUCTION, EVEN ADDRESS 



ROM INSTRUCTION, ODD ADDRESS 



The contents of the specified registers are placed on the B-bus and A-bus, respectively. The 
sum is transmitted to the shifter unit for further processing and storage in the D-bus destina- 
tion register. 

If the sign of the sum is negative, the destination register is not changed. Addition is carried 
out in two's complement format. Carry input to the least significant bit is controlled by CI, 
which enables the previous carry condition as input, and +1, which forces carry input. The 
carry condition is set to correspond to the carry from bit and the overflow condition is set 
to correspond to the Exclusive OR of the carries from bits 1 and 0. The D-bus destination 
register and the carry and overflow conditions are changed by the DIV instruction. 

Normal use of the DIV instruction requires that the SO modifier be specified concurrently in 
order to form the complement of the quotient, bit by bit. 



# The B-bus source register address occupies bit positions 4, 8, 9, 10, 11 of the even 
ROM address. 

The D-bus destination register address occupies bit positions 5, 12, 13, 14, 15 of the 
even ROM address. 

The A-bus source register address occupies bit positions 8, 0, 1, 2, 3 of the odd 
ROM address. 

VALID MODIFIERS : 

Rl LI SK SE KB L8 EX SI SO J D PZ lO MR MW CI +1 
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ANDI 



AND B-SOURCE REGISTER WITH 
IMMEDIATE OPERAND 



TIMING; 1 CYCLE (S) 
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ROM INSTRUCTION, EVEN ADDRESS 



ROM INSTRUCTION, ODD ADDRESS 



The contents of the specified register and the X field of the instruction are placed on the B-bus 
and A-bus, respectively. The AND'ed result is stored in the D-bus destination register. 



# The B-bus source register address occupies bit positions 4, 8, 9, 10, 11 of the even 
ROM address. 

The D-bus destination register address occupies bit positions 5, 12, 13, 14, 15 of the 
even ROM address. 

VALID MODIFIERS : 
PZ lO MR MW 
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OKI 



INCLUSIVE OR B-SOURCE REGISTER 
WITH IMMEDIATE OPERAND 



TIMING: 1 CYCLE(S) 
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ROM INSTRUCTION, EVEN ADDRESS 



ROM INSTRUCTION, ODD ADDRESS 



The contents of the specified register and the X field of the instruction are placed on the B-bus 
and the A-bus, respectively. The OR'ed result is stored in the D-bus destination register. 



# The B-bus source register address occupies bit positions 4, 8, 9, 10, 11 of the even 
ROM address. 

The D-bus destination register address occupies bit positions 5, 12, 13, 14, 15 of the 
even ROM address. 

VALID MODIFIERS : 
PZ lO MR MW 
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XORI 



EXCLUSIVE OR B-SOURCE REGISTER 
WITH IMMEDIATE OPERAND 



TIMING: 1 CYCLE (S) 
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12345678 9 10 11 12 13 14 15 



X[X|X|X|X|X|X|X|X|X|X[X|X[X|X|X 



ROM INSTRUCTION, EVEN ADDRESS 



ROM INSTRUCTION, ODD ADDRESS 



The contents of the specified register and the X field of the instruction are placed on the B-bus 
and the A-bus, respectively. The XOR'ed result is stored in the D-bus destination register. 



# The B-bus source register address occupies bit positions 4, 8, 9, 10, 11 of the even 
ROM address. 

The D-bus destination register address occupies bit positions 5, 12, 13, 14, 15 of the 
even ROM address. 

VALID MODIFIERS : 
PZ lO MR MW 
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ADDI 



ADD B-SOURCE REGISTER TO 
IMMEDIATE OPERAND 



TIMING: 1 CYCLE(S) 
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ROM INSTRUCTION. EVEN ADDRESS 



ROM INSTRUCTION, ODD ADDRESS 



The contents of the specified register and the X field of the instruction are placed on the B-bus 
and the A-bus, respectively, and the sum is stored in the D-bus destination. Addition is car- 
ried out in two's complement format. The carry condition is set to correspond to the carry 
from bit and the overflow is set to correspond to the Exclusive OR of the carries from bits 

1 OT-»H f^ T'Viia T|_t-»n Q l*c»fri ci-f-QT* r\Tiltr TVioir Irid oT^onrporl V\ir ■Hio A T^T^T ino+T*!! r*+i r»-n 
J. uaj.Li \Jm J. XXV j^~KrK4,a -t- K^c^±.i:»i"^-*- \^±ulj xxxbvj' kJ'*^ v^xx«,«rxx^ \^ va k/j uxxv^ ^axx^x^x ^xxt^uj- m.v/I'A^./xx* 



# The B-bus source register address occupies bit positions 4, 8, 9, 10, 11 of the even 
ROM address. 

The D-bus destination register address occupies bit positions 5, 12, 13, 14, 15 of the 
even ROM address. 

VALID MODIFIERS ; 

FZ lO IvIR MW 
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LOAD 



LOAD D-DESTINATION REGISTER 
WITH ROM FIELD 



TIMING: 2 CYCLE (S) 



1 2 3 4 5 6 7 8 9 10 11 12 13 14 15 



^i^i^i' 



#. # 




#, #, #, # 



IiIlIlI 



123456789 10 11 12 13 14 15 



Y|Y|Y|Y|Y|Y|Y|Y|Y|Y|Y|Y|Y[Y|Y|Y 



ROM INSTRUCTION, EVEN ADDRESS 



ROM INSTRUCTION, ODD ADDRESS 



The contents of the specified register and the contents of the ROM cell are placed on the B-bus 
and the A-bus, respectively. The Exclusive OR'ed result is stored in the D-bus destination 

register. 

The ROM cell is specified by the contents of Register 2 logically indexed (Inclusive OR) with 
the Y field of the instruction. 



# The B-bus source register address occupies bit positions 4, 8, 9, 10, 11 of the even 
ROM address. 

The D-bus destination register address occupies bit positions 5, 12, 13, 14, 15 of the 
even ROM address. 

VALID MODIFIERS : 
PZ lO MR MW 
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2.3 



ROM INSTRUCTION MODIFIERS 

The ROM instruction modifiers are described in detail on the following pages. 
They are grouped as outlined below. 



Shifter Control Modifiers 

Arithmetic Control Modifiers 

Instruction Loop Repeat Control Modifiers 

Branch Control Modifiers 

Input /Output and Memory Control Modifiers 
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(No Shift Control Modifier) APPLICABLE INSTRUCTION FORMAT(S): RR 

TRANSMIT DATA WITHOUT MODIFICATION 



1 2 3 4 5 6 7 8 9 10 11 12 13 14 15 




ROM INSTRUCTION, EVEN ADDRESS 



1 2 3 4 5 6 7 8 9 10 11 12 13 14 15 




I ROM INSTRUCTION, ODD ADDRESS 



Output from the Arithmetic/Boolean unit is transmitted without modification. 



Rl 

SHIFT RIGHT ONE PLACE 



APPLICABLE INSTRUCTION FORMAT(S): RR 



1 2 3 4 5 6 7 8 9 10 11 12 13 14 15 




12 3 4 5 6 7 8 9 10 11 12 13 14 15 




ROM INSTRUCTION, EVEN ADDRESS 



ROM INSTRUCTION, ODD ADDRESS 



Output from the Arithmetic/Boolean unit is displaced right one place. Spill from bit 15 may be 
saved in the Shift Condition register bit by the SO modifier. Entry to bit from the previous 
shift condition is controlled by the SI modifier. 
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LI 



SHIFT LEFT ONE PLACE 



APPLICABLE INSTRUCTION FORMAT(S): RR 



12 3 4 5 6 7 8 9 10 11 12 13 14 15 




01234567 



9 10 11 12 13 14 15 





0.1,0 




ROM INSTRUCTION, EVEN ADDRESS 



ROM INSTRUCTION, ODD ADDRESS 



Output from the Arithmetic/Boolean unit is displaced left one place. Spill from bit may be 
saved in the Shift Condition register bit by the SO modifier. Entry into bit 15 from the pre- 
vious shift condition is controlled by the SI modifier. 



SK 
SCALE 



APPLICABLE INSTRUCTION FORMAT(S): RR 



10 11 12 13 14 15 




1 2 3 4 5 6 7 8 9 10 11 12 13 14 15 




ROM INSTRUCTION, EVEN ADDRESS 



ROM INSTRUCTION, ODD ADDRESS 



Output from the Arithmetic/Boolean unit is displaced one place to the right. Spill from bit 15 
may be saved by the SO modifier. Entry to bit is made from the current arithmetic carry 
during an ADD operation or from the Carry Condition register bit during operations other 
than ADD. If the SI modifier is specified concurrently with SK, entry to bit 15 is the OR 
between the Shift Condition register bit and the proper carry condition. 
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SE 

SIGN EXTEND 



APPLICABLE INSTRUCTION FORMAT(S): RR 



1 2 3 4 5 6 7 8 9 10 11 12 13 14 15 




ROM INSTRUCTION, EVEN ADDRESS 



ROM INSTRUCTION, ODD ADDRESS 



Output from the Arithmetic/Boolean unit is transmitted with bits throi^h 7 replaced by copies 
of bit position 8. 



R8 

SHIFT RIGHT EIGHT PLACES 



APPLICABLE INSTRUCTION FORMAT(S): RR 



1 2 3 4 5 6 7 8 9 10 11 12 13 14 15 



m 




12 3 4 5 6 7 8 9 10 11 12 13 14 15 




1.0,1 




ROM INSTRUCTION, EVEN ADDRESS 



ROM INSTRUCTION, ODD ADDRESS 



Output from the Arithmetic/Boolean unit is displaced right eight places. Spill from the r^ht 
is lost; zeros enter at the left. 



2-19 



L8 



APPLICABLE INSTRUCTION FORMAT(S): RR 



SHIFT LEFT EIGHT PLACES 



12 3 4 5 6 7 8 9 10 11 12 13 14 15 





ROM INSTRUCTION, EVEN ADDRESS 



ROM INSTRUCTION, ODD ADDRESS 



Output from the Arithmetic/Boolean unit is displaced left eight places. Spill from the left is lost; 
zeros enter at the right. 



EX 

EXCHANGE BYTES 



APPLICABLE INSTRUCTION FORMAT(S): RR 



1 2 3 4 5 6 7 8 9 10 11 12 13 14 15 




.^^^^^^^■^■^■f>^^jt^x^.r^^.^^^^y^^^^^^>-^j..^^^^^r..xy>^^^^^^^^»>^xxy^^xx>-x^^^^^^^^x^^j-^^^.^^^^.^A^^^^^^xxA^jr^x^^^x.».^^.^^y^y. 




ROM INSTRUCTION, EVEN ADDRESS 



ROM INSTRUCTION, ODD ADDRESS 



Output from the Arithmetic/Boolean unit is rotated eight places so that bits through 7 and 
bits 8 through 15 are interchanged. 
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so 



SPILL SHIFTER TO SHIFT CARRY BIT APPLICABLE INSTRUCTION FORMAT(S): RR 

SI 

ENTER SHIFT CARRY BIT TO SHIFTER 



12 3 4 5 6 7 8 9 10 11 12 13 14 15 




1 2 3 4 5 6 7 8 9 10 11 12 13 14 15 




ROM INSTRUCTION, EVEN ADDRESS 



ROM INSTRUCTION, ODD ADDRESS 



Shifter spill is always from either bit or bit 15 of the operand. SO is effective for any shifter 
control modifier code. Spill is from bit for no shift, LI, SE, and L8; and from bit 15 for Rl, 
SK. RB, and EX. Refer to DIV instruction description for use of the SO modifier with opera- 
tions other than a shift. 

Shifter input is taken from the Shift Condition register bit when the SI modifier is specified. The 
SI modifier is enabled only for Rl and LI modifiers and controls either bit or bit 15 entry, as 
appropriate. If SK and SI modifiers are specified concurrently, the entry to bit is the OR be- 
tween the shift condition and the arithmetic carry. 

Circular shifts (end around) may be implemented by first executing a single shift operation (r^ht 
or left, as appropriate) with register zero as the destination and SO specified. The shift carry 
bit will then be properly set so that subsequent shift operations with both SO and SI specified will 
be a circular shift. 
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CI 

ENABLE ARITHMETIC CARRY INPUT APPLICABLE INSTRUCTION FORMAT(S): RR 

+1 

FORCE ARITHMETIC CARRY INPUT 



1 2 3 4 5 6 7 8 9 10 11 12 13 14 15 




ROM INSTRUCTION, EVEN ADDRESS 



01234567 



9 10 11 12 13 14 15 




ROM INSTRUCTION, ODD ADDRESS 



Carry input to the adder is controlled by CI and +1 modifiers. If neither is specified, the add 
is without carry input. If CI is specified, the previous carry condition is used as carry input 
to the least significant stage of the adder. If +1 is specified, a carry input is forced imcondi- 
tionally. 
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D 

DECREMENT COUNTER 



APPLICABLE INSTRUCTION FORMAT(S): RR 



JUMP ON COUNTER TEST 



01234567 



9 10 11 12 13 14 15 




01234567 



9 10 11 12 13 14 15 





m 1 , 




ROM INSTRUCTION, EVEN ADDRESS 



ROM INSTRUCTION, ODD ADDRESS 



The low-order 8 bits of Register 1 (the Counter) are decremented and tested using the J and D 
modifiers. If J is specified without D, a branch to the address specified by the contents of 
Register 2 (the Link) occurs. 

If D is specified without J, the counter is decremented at the conclusion of the instruction. 

If J is specified concurrently with D, a branch to the address specified by the contents of Reg- 
ister 2 occurs unless the counter decrements to zero. 



W 



APPLICABLE INSTRUCTION FORMAT(S): BR 



TEST WORD (RIGHT AND LEFT BYTES) 



1 2 3 4 5 6 7 8 9 10 11 12 13 14 15 





1 2 3 4 5 6 7 8 9 10 11 12 13 14 15 



ROM INSTRUCTION, EVEN ADDRESS 



ROM INSTRUCTION, ODD ADDRESS 



The contents of the register referenced by the B-bus address is tested for zero or nonzero con- 
dition. 
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R 

TEST RIGHT BYTE 



APPLICABLE INSTRUCTION FORMAT(S): BR 



12 3 4 5 6 7 8 9 10 11 12 13 14 15 




01234567 



10 11 12 13 14 15 




ROM INSTRUCTION, EVEN ADDRESS 



ROM INSTRUCTION, ODD ADDRESS 



The right byte (8 bits) of the control of the register referenced by the B-bus address is tested 
for zero or nonzero condition. 



APPLICABLE INSTRUCTION FORMAT(S): BR 



TEST LEFT BYTE 



1 2 3 4 5 6 7 



9 10 11 12 13 14 15 




ROM INSTRUCTION, EVEN ADDRESS 



ROM INSTRUCTION, ODD ADDRESS 



The left byte (8 bits) of the contents of the register referenced by the B-bus address is tested 
for zero or nonzero condition. 
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R, L 

TEST RIGHT OR LEFT BYTE 



APPLICABLE INSTRUCTION FORMAT(S): BR 




01234567 



9 10 11 12 13 14 15 




ROM INSTRUCTION, EVEN ADDRESS 



ROM INSTRUCTION, ODD ADDRESS 



The right byte (8 bits) and left byte (8 bits) of the contents of the register referenced by the 
B-bus address are checked independently for zero or nonzero, with the Inclusive OR of the 
results tested for the zero or nonzero condition. 



(No Byte Test Modifiers) 
TEST SPECIFIED BIT 



APPLICABLE INSTRUCTION FORMAT(S): BR 




ROM INSTRUCTION, EVEN ADDRESS 



ROM INSTRUCTION, ODD ADDRESS 



One bit ot the contents oi me register reierenceu uy tut; r>-uu.a auuicoo oiivi i-^xe x xiv.x« *^ ^^^^^^ 
for zero or nonzero. This modifier enables a test and branch capability on any bit of any register 
and encompasses tests for even/odd, positive/negative, arithmetic carry, arithmetic overflow, 
and shift carry. The 4-bit P field (pointer) is decoded to define one of 16 bit positions with the 
tested word. 
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IX 

LOGICAL INDEX 

XQ 

EXECUTE ONE INSTRUCTION AFTER BRANCH 



APPLICABUE INSTRUCTION FORMAT(S): BR 



1 2 3 4 5 6 7 8 9 10 11 12 13 14 15 




1 2 3 4 5 6 7 8 9 10 11 12 13 14 15 




ROM INSTRUCTION, EVEN ADDRESS 



ROM INSTRUCTION, ODD ADDRESS 



Logical indexing, if selected, OR's the contents of the Link register (Register 2) with the 
Y field to form the effective address. 

Execute mode inhibits changing the ROM address register if the Branch instruction test is 
successful. The effective address is used directly for the execution of one instruction and the 
control sequence then reverts back to that instruction which would have been executed had the 
Branch not been successful, unless that one instruction is itself a Branch instruction. Multi- 
level Branch and Execute instructions may be used with ultimate reversion of control back to 
that instruction which would have been done with only one level of Branch and Execute. If a 
Branch without Execute is in the multilevel Branch sequence, then reversion of control will 
not occur if the Branch without Execute is successful. 
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lO 

OUTPUT I/O REGISTER CONTROL 
SIGNALS 

PZ 

PROGRAM PAUSE FOR CONTROL SIGNAL INPUT 

1 2 3 4 5 6 7 8 9 10 11 12 13 14 15 



APPLICABLE INSTRUCTION FORMAT(S): RR, RI, 

BR, RL 




12 3 4 5 6 7 8 9 10 11 12 13 14 15 




ROM INSTRUCTION, EVEN ADDRESS 



ROM INSTRUCTION, ODD ADDRESS 



Pause occurs prior to any instruction execution; I/O control signals are output at the conclusion 
of the instruction execution. 



— 1-1 -J __^i. . 



JT^ ojiuL LKj iuiiutiuiiB ttJ-c euituieu wiieii any i/u register is speciiiea oy me u-Dus or D-bus addres- 
ses. When PZ is specified, the program will pause until a control flip-flop is cleared by an ex- 
ternal signal and the clearii^ pulse has terminated. If more than one I/O register is specified 
by the bus addresses, the pause condition occurs while any one of the associated control flip- 
flops is set and the control signal is output on all of the control lines. When 10 is specified, the 
I/O register control line signals are output and control flip-flops are set. The control flip-flops 
are cleared by the external equipment or by the computer Master Clear. 

Note the possible conflicts: MW and MR modifiers use the same control word bit positions as 
PZ and lO modifiers. Conflicts may occur if memory and I/O registers are specified concur- 
rently. 
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MW 

INITIATE MEMORY WRITE 

MR 

INITIATE MEMORY READ 



APPLICABLE INSTRUCTION FORMAT(S): RR, RI 

BR, RL 



1 2 3 4 5 6 7 8 9 10 11 12 13 14 15 




0123456789 10 11 12 13 14 15 




ROM INSTRUCTION, EVEN ADDRESS 



ROM INSTRUCTION, ODD ADDRESS 



MW and MR modifiers are recognized only when a core memory register is specified by the 
D-bus address. When either MW or MR is specified, control flip-flops are set. The control 
flip-flops are cleared by signals from the memory. While the control flip-flops set, the program 
will pause if the register is specified on either the B-bus or the D-bus and will resume when 
the memory has completed the appropriate portions of a cycle. 

Note the possible conflicts: When MR and MW are specified simultaneously, the core memory 
will change protect bits to the state specified by bit 15 of the memory data register. Data will 
be restored without change. PZ and lO modifiers use the same control word bit positions as 
MW and MR modifiers. Conflicts may occur if memory and I/O registers are addressed con- 
currently. 

A timing restriction must be observed when reading data from the Memory Data register sub- 
sequent to initiation of a Read operation while loading the Memory Address register. Memory 
Read data is valid only if read during the approximately 8 ROM instruction cycles following 
initiation of the Memory Read cycle. Refer to the Memory Interface description (page 1-12) 
for Memory Read timing details. Memory Read data is destroyed by a Memory Write command. 
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SECTION 3 
META 4 SERIES 16 COMPUTER FIRMWARE ASSEMBLER CODING 



3. 1 FUNCTION 



The Firmware Assembler converts mnemonics, labels, constants, and modi- 
fiers into the various bit patterns of the instructions of the Digital Scientific 
META 4 Series 16 Computer 



3. 2 CODING 



Instructions, modifiers, and comments are coded on the Firmware Assembler 
Coding Form (see Figure 3-1), 



3.2.1 LOCATION FIE LD 



Columns 1-4 contain an absolute location, a label, or spaces. Absolute loca- 
tions are represented in (even) hexadecimal notation, left-justified within the 
field and followed by a $. Labels are left-justified within the field and are term- 
inated by a space. Labels may contain any combination of four alphanumeric 
characters. An * in column 1 indicates a full line of comments. 



3. 2. 2 OPERATION FIELD 



Columns 6-9 contain an operation mnemonic or pseudo-op, left-justified within 
the field. (Operation mnemonics are described in Section 2. ) Assembler pseudo- 
ops are described below. 

DESCRIPTION FORMAT 

Copy the B Source to the Destination RR 

Load the Data Field into the Destination RR 

Copy the Data Field to Destination Zero RR 

Unconditional Jump (Test Source Zero = 0) BR 
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MNEMONIC 


°^6 


COPY 


2 


LDI 


A 


NOP 


B 


JMP 






E^3 



T.M. 



U^ial cCXntniC meta 4 "" computer 

FIRMWARE ASSEMBLER CODING FORM 



PROGRAM. 



DATE_ 



PROGRAMMED BY_ 



SHEET_ 



-OF. 



CO 
I 
IS3 



LABEL 




OPERATtON 




B 
REG 




D 

REG 




A 
REG 


o,- 


OPERAND 




MODIFIERS AND COMMENTS 


IDENT 


1 1 2 1 3 1 4 




6 1 7 I 8 1 9 


■ttl 


111 12 


<i 


14 1 IS 


i^ 


17 1 18 






■ib 


27 1 28 1 29 1 30 1 31 1321331 Ml35l36|37 UB |39 |40|41 |42 i*3 [44 |49 146 l47 | 48 | 49 | 50 [ 51 | 52 | 53 | 54 | 55 | 56 | 57 |S8 ]B9 | 60 | 61 | 6Z ] 63 | 64 | 63 | 66 | 67 |6e |69 | 70 | 71 ]72 


73 J74 [7S|76[77 ]78 |79 [BO 












■^ 


























































1 








) 1 1 1 1 




1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 


. 1 1 1 1 1 1 1 














1 








1 1 1 1 1 


























■iv 
'■■'■■ 


t 1 ..I 1 1 


























v: 


I 1 1 1 1 




1 1 1 1 1 1 i 1 1 1 1 1 1 1 1 1 1 1 i 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 














;:;: 


1 








1 1 1 1 i 




1 1 1 1 1 1 1 1 1 1 1 1 1 t 1 , 1 1 1 1 1 1 1 ! 1 1 1 1 1 1 1 1 1 1 1 1 1 i 1 1 1 1 1 1 1 


_J._J,„..L,„L„._i.J_..L_ 


























1 1 1 1 1 t 1 1 1 1 1 1 1 1 1 . 1 1 1 1 1 1 1 t 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 














:;:: 


1 








J J, J L—J. 




1 1 1 1 1 1 1 1 1 1 t 1 1 1 t , 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 














:::! 


1 








1 1 1 L_i- 


i 


1 1 1 1 1 i 1 1 1 1 t 1 1 1 1 1 1 1 1 t 1 1 I 1 i 1 1 1 i 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 
























_J L J-1 J_ 


1 1 1 1 1 ] 1 1 1 1 1 1 1 1 1 . 1 1 1 1 I 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 
























J 1 1 L X 
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_ J L J. 1, X.. 
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1 1 1 1 1 1 1 1 1 I 1 1 1 1 1 , I 1 1 1 1 1 1 1 1 1 1 1 ' 1 ' 1 1 1 ' 1 1 1 1 i 
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J J. J I ±^. 




























1 1 1 1 1 
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1 1 1 1 i . 
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1 L 1, 1 L- 
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1 1 1 1 1 . 
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1 1 1 1 1 








1 1 2 1 3 1 4 
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& 1 7 1 8 1 9 


w 


111 12 


■H 


14 1 15 


"iK 


17 lis 


:i4 


Z0| 21| 22| 33| 241 25 


■M- 
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FIGURE 3-1. FIRMWARE ASSEMBLER CODING FORM 



(Assembler Pseudo-Ops Continued) 



MNEMONIC 



OP 



16 



DESCRIPTION 



FORMAT 



SUBI 

ORG 
HEX 

EQU 
LIST 



PNCH 



EJCT 



END 



Subtract Immediate: use the Two' s Comple- RI 
ment of the Data Field in an ADDI Instruction 

Set Origin Address of Routine 

Permit HEX Data (tables, etc. ) to be 
Assembled with a Routine 

Equate a Tag with an Absolute Address, 
Value, or Another Tag 

i^il^UclUC U ii VyXiiJJ. auccj. -Log wxwi a. xvcgioi-Oi 

Allows Control of Output Listing if OFF 
is Specified in the Operand Field. The 
Listing will be Terminated until a List 
Card with ON is Encountered. The On 
Mode is Assumed if No List Card is 
Present 

Allows Control of Output Binary Cards. 
Same Rules as List Card 

Causes Listing to Start at the Top of a 
New Page 

Terminate Assembly 



3.2.3 



SOURCE AND DESTINATION FIELD (BDA) 



Columns 11 - 18 contain the source and destination registers to be used in the 
instruction. 

Columns 11-12 -^ source 

Columns 14 - 15 = D destination 

Columns 17 - 18 = A source of branch pointer 
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3.2.4 



OPERAND FIELD 



Columns 20 - 25 are used as a data field for BR and IM format instructions and 
must contain a label or a hexadecimal constant. Labels and constants are left- 
justified within the field and are terminated by a space or a $. A constant must 
be followed by a $. After a HEX pseudo-op, two 16-bit fields may be specified 
using a comma (, ) as separator. A slash (/) separating two labels indicates 
that the low order 8 bits of each label are linked to form a 16-bit field. 



3.2.5 



MODIFIERS 



Modifiers are added to instructions in order to control operations in addition to 
the basic function defined by the operation mnemonic. Modifiers must start in 
column 27 and can be in any order, spaced by commas. The first space encount- 
ered by the Assembler after colunon 26 indicates that all remaining characters 
are comments. The instruction modifiers are listed below. 



MNEMONIC 



VALID FOR 



ARITH 

CI 

+1 

SHIFT 



Enable Arithmetic Carry-In 
Force Carry-In to 1 and Enable 



Add, Multiply, Divide 
Add, Mxiltiply, Divide 



SO 


Enable Shift Out 


All "D"D Tvic»f-.»ii^f ii^T^ct 


SI 


Enable Shift In 


All RR Instructions 


LI 


Shift Left 1 


All RR Instructions 


Rl 


Shift Right 1 


All RR Instructions 


L8 


Shift Left 8 


All RR Instructions 


R8 


Shift Right 8 


All RR Instructions 


EX 


Exchai^e Bj'^tes 


All RR Instructions 


SK 


Shift Right 1 with Arithmetic Carry 


All RR Instructions 


(SCALE) 


Shifted In 




SE 


Sign Extend (copy bit 8 into bits 0-7) 


All RR Instructions 


LOOP 






J 


Jump through Link (if D set, jump 


All RR Instructions 
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MNEMONIC 




•\ 


V^ALID FOR 


BRANCH 








R 


Test Right Byte 


BRZ, 


BNZ 


L 


Test Left Byte 


BRZ, 


BNZ 


W 


Test Word 


BRZ, 


BNZ 


through F 


Test Specified Bit Position 


BRZ, 


BNZ 


followed by $ 


(0 - 15) 






rx 


logical Index With Link 


BNZ, 


BRZ 


XQ 


Execute One Instruction Out Of 
Sequence 


BNZ, 


BRZ 



I/O 



MR 
MW 



10 



Initiate Memory Read 
Initiate Memory Write 



jrau-oc 



Initiate I/O Operations 



All Instructions 
All Instructions 

All Tv\ o ^Twi-i *^4* i^^vi o 

All Instructions 



3.2.6 C OMMENT FIE LD 

Columns 27 - 72 may contain any combination of alphanumeric or special charac- 
ters. 



3.2,7 



ASSEMBLER ERROR FLAGS 



The following error flags will be typed in the three columns at the left of the 
assembly listing if any of the conditions are true. 



u 


Undefined Ssrmbol 


R 


Undefined Register 





Invalid Operation 


M 


Illegal Modifier 


D 


Duplicate Symbol 


F 


Format Error 


S 


Sjonbol Table Overi 


H 


HEX Conversion Ei 
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SECTION 4 

META 4 SERIES 16 COMPUTER SYSTEM 

PROGRAMMING TECHNIQUES AND EXAMPLES 



4.1 



EMULATION 



Instruction sets for other computers are readily implemented in the Digital 
Scientific META 4 Computer's Read-Only Memory (ROM). Firmware per- 
forms the operations which are carried out by hardware in computers that 
lack control memories for sequencing. 

Emulating an IBM 1130 Computer typifies the programming techniques for 
16-bit systems. The sequences shown here have been prepared directly from 
instruction descriptions in the programming manual and from other sources 
such as timing charts. 

The basic functions of any emulation are diagrammed below: 



FETCH 
INSTRUCTION 



DECODE 

INSTRUCTION 



FETCH 
OPERAND 



PERFORM 
OPERATION 



4.1.1 




Formats for the instruction to be emulated are as follows. 

LONG INSTRUCTION FORMAT (IBM 1130) 
4 5 6 7 8 15 



15 



OP 
! ! ! ! 


F 


T 
1 


lA 


MODIFIER BITS 

! ! ! 


ADDRESS 

MM M ! ! ! ! 



OP (operation) Code . These five bits specify the operation to be performed. 

F (Format) . The F bit controls the instruction format: = short format; 
1 = long format. 
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T (Tag ). These two bits specify the register to be used in effective address 
generation: 00 indicates the I-register; 01 indicates XRl; 10 indicates XR2; 
and 11 indicates XR3. 

lA (Indirect Address ). A zero indicates a direct address (contained in the 
second word). A 1 bit designates an indirect address. 

Modifier Bits. Bit positions 9 through 15 have various uses as modifiers. 

4. 1. 2 SHORT INSTRUCTION FORMAT (IBM 1130) 

7 8 15 



OP 

1 1 1 1 


F 


T 
1 


DISPLACEMENT 
1 1 1 1 1 1 1 



The first eight bits of the short format are the same as those of the long for- 
mat. The second eight bits contain the displacement, which is added to data 
in the register specified by the tag bits to form the effective address. Bit 8 is 
treated as a sign bit and is extended into bit positions through 7 to obtain a 
16-bit nxmiber. Negative numbers are expressed as two's complement. 

4. 1. 3 INSTRUCTION DECODING 

The instructions decode readily using a table look-up on eight bits of the instruc- 
tion, which establishes not only the operation to be performed, but also the for- 
mat and the method of operand-effective address generation. 

Since most operations require an operand, a table can be devised to direct the 
reading of the operand and the subsequent operation to be performed. Using the 
Subtract instruction as an example, assume that Subtract is located at 044 of 
the ROM and that the Operand Read routines are located as follows: 

SUBROUTINE NAME ROM ADDRESS 

ORSI (Operand Read, Short Format, Relative to I-Register) FOO 

ORSl (Operand Read, Short Format, Index Register 1) FOB 

ORS2 (Operand Read, Short Format, Index Register 2) FIO 

0RS3 (Operand Read, Short Format, Index Register 3) FIB 

r\T>m. inr-.aT'anti RoqH T.rsno- TPr-.y-TYi n + \ F4fi 
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The table is written in META 4 Computer Assembly language. 



The Assembler generates the following table: 



LOC. INST. LAB. OP BR DR AR OPRAND MODIFIERS AND COMMENTS 



0f90 44004408 E90SHEX 



0F92 44104418 
0F94 44404440 
0F96 44404440 
0E98 6C206C28 
0E9A 6C306C38 
0E9C 6C486C48 
0E9E 5C486C4S 



HEX 
HEX 
HEX 
HEX 
HEX 
HEX 
HEX 



S ORSI »S ORSl 
S 0RS2.S 0KS3 
S ODRL.S OPRL 
S OPRL»S OPRL 
SD OWSI .SD OWSl 
SD 0WS2.SD 0WS3 
SD OPWLfSD OPWL 
SO OPWLtSD OPWL 



SUBTRACT 



D3L SUB 



A META 4 Computer address from the table may not exceed eight bits; there- 
fore, the most significant portion of the address must be "understood" by the 
program using the logical index facility. 

Referencing the numbers adjacent to the boxes of the sample flowcharts as a 
guide (see Figures 4-1 through 4-3, pages 4-9 through 4-14), the cracking and 
execution of an instruction proceed as follows. The area between FOO and FFF 
can be addressed by the least significant eight bits indexed logically by FOO. 
This area is designated PI and is used for preprocessing such as computing 
operand addresses, etc. 



4.1.3.1 



System Conditions 



• A Subtract instruction (OP 10010) is located at core storage location 500. 

• The accumulator contains 300^ „. 

16 

• The operand in location 520 contains 150, „. 

16 

• Index Register 2 contains 510. „. 

16 

4.1.3.2 META 4 Computer Registers 

The META 4 Computer registers are listed with their nomenclature on the 
followir^ page. 
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META 4 COMPUTER REGISTERS 

I = SIMULATED INSTRUCTION ADDRESS REGISTER = 17,^ 

16 

M = MEMORY ADDRESS REGISTER - 4 

T = INTERRUPT REGISTER = 6 

K = PRIORITY MASK REGISTER = ID^^ 

16 

S = SCRATCH REGISTER = 3 

D = MEMORY DATA REGISTER = 5 

L = LINK REGISTER = 2 

U = TEMPORARY ACCUMULATOR = 16, 

16 

A = SIMULATED 1130 ACCUMULATOR = 14,, 

16 

C = CONDITION /COUNTER REGISTER - 1 

X = SIMULATED 1130 STATUS REGISTER = 18,, 

lo 

Q = ACCUMULATOR EXTENSION = 15,, 

16 

1 = INDEX REGISTER 1 = lA,, 

16 

2 = INDEX REGISTER 2 = IB, 

16 

3 = INDEX REGISTER 3 = IC 

16 



NOTE 

In the following listings, Register 1 is 
incorrectly assigned as the Link register 
and Register 2 is incorrectly assigned as 
the Contition/Counter register. 
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META 4 COMPUTER ASSEMBLY LANGUAGE CODING EXAMPLES 

RNI 

LOC. INST. LAB. OP BR DR AR OPRAND MODIFIERS AND COMMENTS 

0?2E 2P74C00n RNI COPY I M MR, wqvE I TO MEiv; ADORhCji 

* AND READ NEXT INST 

0230 23030000 COPY K S MOVE MASK. 

0232 10633000 A-^JD Y S S AND MASK WITH RA^' IrgT 

0234 O03CO25A BTC S INT W» VALID INTERRUPT 

0236 CC7700D1 ADDI I I IS INCREMENT I 

0238 20520C50 COPY D L R8 ♦ SHIFT OP CODE INTO L 

023A F0020E00 LOAD L E00$ LOAD THE LINK FROM 

* The TABLE STARTING AT 

* EOO AND INDEXED BY 

* THE CONTENTS OF L 

:)23C 0002nF00 J'-'P FOOS IX JUMP TO PI AREA 



ORSI 



LOC. INST. LAB. OP BR DR AR OPRAND MODIFIERS AND COMMENTS 

*ORSI COMPUTES THE OPERAND ADDRESS OF 

*SHORT FORMAT INSTRUCTIONS ( REL TO I) AND 

*INITIATTEES THE READ OF THE OPERAND 
OFOO 20530040 ORSI COPY S SE . EXTEND SIGN OF DISP 

0F02 41347080 ADD S M I MR* COMP OP ADDR.REAU OP 

aF04 20220050 COPY L L ' R8 SHIFT P2 ADDRESS INTO 

* LOW 8 OF LINK 

0F06 00020000 JMP OS IX JUMP TO P2 AREA 

* INDEXED BY CONT OF L 
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ORSl, ORS2, AND ORS3 



.nc. IHST. LAB. OP BR DH AR OORAND MODIFIERS AND COMMENTS 



OFOfl 
OFOA 
QF'JC 

QCQC 

TFIO 

0F14 
OF 16 

F 1 A 

one 

OFIE 



20 
49 

20 
00 
20 
49 
20 
GO 
20 
49 
2 



5 3 
A4 
22 
02 
5 3 
B4 
2 2 
2 
53 
C4 
22 
02 



*ousi 

*tXC£ 
*CO^'!P 
* HE 
ORSl 



,0RS2 AND 
PT FOH If. 
UTE THE 
OPERAND 



0RS3 ARE 'IPEMTICAL TO 0!-!SI 



0040 ORSl COPY 

3000 ADD 

0050 COPY 

0000 j--'p 

0040 0RS2 COPY 

3000 ADD 

0050 COPY 

0000 J^iP 

i 4 n R S 3 C C P Y 



5 



D 
1 
L 

D 
2 
L 



ADD 
COPY 

J 'IP 



f.D^X REGISTEi^ UStD 
E^^FECTIVE ADDRESS 



SE. 

MR, 

R8, 

IX 

SE, 

MR, 

R8. 
IX, 



OS 



0$ 



OS 



MR , 
R8, 
IX, 



TO 

£a; 



OF 



ADD 



INST. LAR. OP HR OR AR CPRAMD MODIFIERS AND CQM'-'Er'^TS 



Qfi4 44 54^0'^G A 
0OA2 00000043 



AuD 



ACV 



ADD DATA TO !A) 



SUBTRACT 



LOC. 



INST^ 



LAB, 



OP HR 



R AR OPRAND MODIFIERS AND COMMtNlS 



'^'4 


b456FPFF 


S 


XURI 


D 


u 




FFF 


04fi 


4C6 4^0S1 




ADO 


U 


A 


A 




OO'^B 


00101 04C 


AOV 


BFC 


r 




1 


* + 2 


04 A 


ACS P 001 




OKI 


X 


X 




15 


04C 


00180052 




BTC 


C 







* + 3 


004E 


9C8S0001 




AND I 


X 


X 




15 


0O5O 


U -J 2 2 E 




JMP 








RNI 


005 2 


AC".«.0002 




OR I 


X 


X 




25 


C: 5 4 


OOOno22F 




JMO 








RNI 



1 S COivP DATA 
ADD WITH PLUS i = iiUB 
BR IF NO OVEKFLOv\ 
SET OVFL INDICATOR 
i^R IF CAI<RY = 1 
CLEAix CAi^RY INUiCATuR 

SET CARRY INDICATOR 
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MULTIPLY 

LOC. INST. LAB. OP BR DR AR OPRAND MODIFIERS AND COMMENTS 

007A AOOlOOlO ;V LDI C lOS LOAD 16 INTO COUNTER 

007C 08480126 BTC A MNEG BR IF MULTlPLItR NEG 

0O7E 2C450210 COPY A Q SO.Rl COPY MULT. INTO Q, RIGHT 

* SHIFTED 1 PLACE TO COND. 

* A SUBSEQUENT MULT. STEP 
OOBO A0030000 LDI S 0$ SET SIGN PLUS 

0082 0000012C JMP MNEG+3 

*-MNEG IS A CONTINUATION OF THE ^.ULTIPLY 

*ROUTINE l\ P2 AREA 
0126 3C45FFFF ^NEG XORI A U FFFFS COMP MULTIPLIER TOCQ) 

0128 4C550211 ADD +l5RlsS0« +1 FOR 2'S COMP 

*ALS0 SHIFT MULTIPLIER TO CONDITION A 

*5UBSEQUENT MULTIPLY STEP 
012A A003C001 LDI S 1$ SET SIGN NEG 

012C A4040000 LDI A 0$ 

012E 00380134 BTC D *+3 BR IF DATA NEG 

0130 24560000 COPY D U POS MULTIPLICAND 

0132 0000013A JMP *+4 

0134 B456FFFF XORI D U FFFFS COMP MULTIPLIER 

0136 CC66a001 ADDI U U IS 

0138 30330001 XORI S S 1$ FLIP SIGN 

013A A002013C LDI L MTOP 
013C 5C644290 MTOP MULT U A A S0»R1» SHIFT AND ADD 

^CONDITIONED BY PREVIOUS CONTENTS OF THE 

*SHIFT FLIP-FLOP 
013E 2C550F10 COPY Q U SO .Rl .SI fD . J » FORM LEAST 

^SIGNIFICANT PORTION OF RESULT »ALSO 

*SHIFT NEXT BIT OF MULTIPLIER TO SHIFT FF 

*THEN LOOP UNTIL COMPLETION 
0140 0030022E BFC S RNI EXIT IF POS 

014? BC55FFFF XORI Q Q FFFFS COMP RESULT 

0144 BC44FFFF XORI A A FFFFS 
0146 CC550001 ADDI Q Q 1$ 

0148 4C440002 ADD A A CI 

014A 0000022E JKP RNI 
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DIVIDE 



LOC. 



INST, 



LAB, 



OP BR DR AR OPRAND MODIFIERS AND COMMENTS 



0084 


AOOlOOlO 


D 


LDI 


c 




IDS 






LOAD 16 INTO COUNTER 


0086 


A0020164 




LDI 


L 




DTOP 






TOP OF LOOP TO LINK 


0088 


0848014C 




BTC A 







DNEG 






3R IF DIVIDEND NEG 


008A 


A0030000 




LDI 


s 




0$ 






SET SIGN IF QUOT&OIV 


008C 


24560000 




COPY D 


u 










SAVE MEMORY DATA 


003E 


08680162 




RNZ U 







DN 






BRANCH IF DIVISOR NEG 


0090 


Q86C015C 




BNZ U 






DNZ 


W 




BR IF DIVISOR NOT ZERi. 


0092 


AC880001 


OVFL 


OR I X 


X 




1$ 






SET OVFL BIT 


09 4 


0000022E 




JMP 






RNI 












*DNEG IS A CONTINUATION OF 


■ THE 


DIVIDE 








♦ROUTINE IN ( 


32 


AREA 








014C 


00540092 


D'sEG 


BFC D 






OVFL 


W 




BR IF DIVISOR ZERO 


014E 


BC44FFFF 




XORI A 


A 




FFFFS 






COMP DIVIDEND 


015 


SC5 5FFFF 




XORI Q 


Q 




FFFFS 








0152 


CC550001 




ADD I Q 







1$ 








0154 


4C440002 




ADD A 


A 







CI 






015 6 


24 560000 




COPY D 


U 










SAVE MEMORY DATA 


0158 


A0030003 




LDI 


s 




3S 






SET SIGN OF QUOT&DIV 


015A 


08680162 




BNZ U 







DN 






BR IF DIVISOR NEG 


015C 


BC66FFFF 


DMZ 


■XORI U 


u 




FFFFS 






COMPLEMENT DIVISOR TO 


015E 


CC650001 




ADDI U 


u 




1$ 






PERFORM SUBTRACT 


0150 


00000164 




J''^P 






DTOP 








C 1 5 2 


B0330001 


DN 


XORI 5 


s 




1$ 






FLIP SIGN OF QUOTIENT 


01f?4 


6C644280 


DTOP 


niv u 


A 


A 




SO, 




TRIAL SUBTRACT OR 






* 








S U B T R A C T 






0166 


2C550320 




COPY Q 









LI .S 


CSI 


SHIFT DIVIDEND 






*RIT 


r\ A'-iD 


SHIFT 


DIVIDEND BIT 


OUT 




0158 


2C4i0D20 




COPY A 


A 






LI. SI ,D.J. 


SHIFT DIVIDEND 






*c,-iO 


LOOP TO 


COMPLETION 








Qi6A 


6C644280 




Dl V U 


A 


A 




SO, 




LAST CYCLE REM NOW OK 


016C 


2C560320 




COPY Q 


U 






L1,S0,SI 


COMPLETE QUOT TO L 


016E 


00102092 




BFC C 




2 


OVFL 






SHIFT FF =0 = OVFL 


0170 


0030E182 




RFC S 




F 


RPOS 






3R IF REMAINDER PLUS 


0172 


BC45FFFF 




XORI A 







FFFFS 






COMP REMAINDER 


0.174 


CC550C01 




ADDI Q 


u 




1$ 






REMAINDER 


0176 


08600186 


QUOT 


BFC U 







UNEG 






QUOT IS NEG OK FOR OV 


0178 


0038F17E 




BTC S 




F 


QNEG 






3R»SIGN OF QUOT NEG 


017A 


BC64FFFF 




XORI U 


A 




FFFFS 






QUOTIENT TO A 


017C 


OOO0022E 




J-viP 






RNI 






EXIT 


017E 


CC64000i 


UNEG 


ADDI U 


A 




IS 






CONVERT I'S COMP QUOT 






* 








TO 2': 


5 COM 


P QUOTIENT 


0180 


0000022E 




jyP 






RNI 






EXIT 


0182 


2C450000 


RPOS 


COPY A 


(J 










REMAINDER TO (Q) 


0184 


08680178 




BTC U 







QUOT+1 






QUOT IS POS 


0186 


0030F092 


UNEG 


BFC S 




F 


OVFL 






IF FORMED QUOTIENT IS 






♦NEGATIVE AND THE 


SIGN OF 


THE 


QUOTIENT 


IS 






*POS 


ITIVE«AN 


OVERFLOW IS 


INDICATED 




0188 


CC698001 




SUB I U 







7FFF$ 






IF THE FORMED QUOT 






*IS 


NEGATIVE 


AND ■ 


rHE SIGN 


OF THE QUOTIENT 






* I s 


NEGATIVE 


AN 0- 


v'ERFLOW 


IS I N 


;dicated 








^EXCEPT FOR 


-2' 


ro ' 


THE 15TH 








018A 


0894017E 




BFC 






UNEG 


W, 




TEST FOR -2T0 15TH 


018C 


00000092 










OVFL 
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SAMPLE FLOWCHARTS 
ARE INCLUDED ON THE FOLLOWING PAGES 
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1. 




(I) ^ (M) 
MR, 



I 



(T) AND (K) 
— (S) 



FOO— FFF 
PRE PROCESS 

AREA 




COPY INSTRUCTION ADDRESS REGISTER INTO 
MEMORY ADDRESS REGISTER AND INITIATE 
MEMORY READ. 



AND THE INTERRUPT REGISTER (T) WITH THE 
PRIORITY MASK REGISTER (K). USING TEMPORARY 
REGISTER, PLACE RESULT IN SCRATCH REGISTER. 




TEST FOR VALID INTERRUPTS. 



INCREMENT INSTRUCTION ADDRESS REGISTER, 



SHIFT 8-BIT OP CODE INTO LINK FOR TABLE 
LOOK-UP. 



LOAD THE CONTENTS OF THE TABLE AT EOO 
INDEXED BY THE CONTENTS OF THE LINK, 
INTO THE LINK, 



io 



UNCONDITIONALLY JUMP TO FOO INDEXED BY 
THE CONTENTS OF THE LINK. 



FIGURE 4-1. SAMPLE FLOWCHART, 
READ NEXT INSTRUCTION (Sheet 1 of 2) 
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Copy the Instruction Address register, I (500), into the Memory Address register, 
M. Initiate a Read from location 500 in core storage. 



Durir^ the time required for memory to react, interrupts may be tested without 
time penalty. In this case, assume that the priority mask in the K-register when 
logically AND'ed with the raw interrupts in the T-register produce a zero, which 
is stored in the S-register for subsequent testing. 



3. The S-register is tested for zero; if S is zero, any interrupts which may be in T 

are of a lower ^riorit"^^ than the one beinsr serviced and are therefore deferred. 



4. The I-register is also incremented without time penalty: 

I (500) +1 — I (501). 



When the Memory Data register, D, becomes available it contains the instruction. 
In this case, a short format is chosen and is as follows: 



ll 


0, 0, 


1 








1 








1,0 










9 








2 






1 ' 








D = 9210^ _. Dis shifted right eight places and stored in L. L = 92 at end of instruction. 
16 16 

6. A Load instruction with the address field set to EOO is used to read the contents 

of the table starting at EOO. The Load instruction is indexed logically by the Link 

register giving an effective i?ead-Only Memory (ROM) address of E92 . In this 

example, the contents of ROM location E92 are placed in the Link register. The 

Link register, L, now contains 4410, „. Load is a two-cycle instruction. 

16 



7. A Jump-to- FOO indexed by the Link causes program execution in the ROM to con- 

tinue at location FIO,^. (4410,^ OR FOO,^ = 4F10,^. The ROM Address register 

lb Id 16 16 

is 12 bits; therefore, the effective address is F10^„. ) 

16 



FIGURE 4-1. SAMPLE FLOWCHART, 
READ NEXT INSTRUCTION (Sheet 2 of 2) 
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( ORS2 j 



(D) — (S) 
SE, 



COPY INSTRUCTION (MEMORY DATA REGISTER) 
INTO SCRATCH WITH BIT 8 EXTENDED THROUGH 
BITS 7 - - 0. 



(2) + (S)-^M) 
MR, 



ADD INDEX REGISTER 2 TO THE EXPANDED DISPLACEMENT 
TO FORM THE EFFECTIVE ADDRESS IN THE MEMORY 
ADDRESS REGISTER; INITIATE MEMORY READ. 



(L) 5£ (L) 



SHIFT THE LINK RIGHT EIGHT PLACES TO FORM THE 
OPERATION ADDRESS, 



11. 




UNCONDITIONALLY JUMP TO 000 INDEXED BY THE CONTENTS 
OF THE LINK. 



FIGURE 4-2. SAMPLE FLOWCHART, OPER- 
AND READ, SHORT FORMAT, RELATIVE TO 
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The instruction in the Memory Data register, D , is now copied into a Scratch 
register, S , with sign extension specified. 

D = 9210 S = 0010 . S now contains only the displacement. 

16 16 



Index Register 2 = 510,^ is added to S = 10_ giving 520_ as the effective 

16 io ib 

address of the operand. This address is placed in the Memory Address register 

and a Read of the operand is initiated. 



10. During the time required to fetch the operand, the exit to the operation subroutine 

may be prepared. The Link register, L = 4410 , is shifted right eight places. 

L = 0044 , which is the address of the Subtract subroutine. 
16 



11. A Jump-to-LOC 000 indexed by the contents of the Link register results in an 

effective Jump-to-LOC 044 of ROM for execution of the Subtract when the oper- 
and becomes available in the Memory Data register, D. 



FIGURE 4-2. SAMPLE FLOWCHART, OPER- 
AND READ, SHORT FORMAT, RELATIVE TO 
INDEX REGISTER 2 (Sheet 2 of 2) 
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12. 



13. 



16. 



17. 



18. 




(D) XOR 

FFFF— (U) 



I 



(U) +(A)— (A) 



+1, 




COMPLEMENT THE OPERAND IN THE MEMORY 
DATA REGISTER AND STORE IN TEMPORARY 
ACCUMULATOR (U). 



ADD (U) TO (A) WITH A "1" CARRIED IN TO 
CORRECT FOR TWO'S COMPLEMENT MODE 
OF OPERATION. 



IF BIT 1 OF THE CONDITION REGISTER IS SET, 
AN OVERFLOW CONDITION EXISTS. 



SET THE OVERFLOW BIT IN THE SIMULATED 
1130 STATUS REGISTER. 





CLEAR THE SIMULATED 
CARRY BIT, BUT SAVE 
THE OVERFLOW BIT. 



SET THE SIMULA- 
TED CARRY BIT 
IF BIT OF THE 
CONDITION REGIS- 

nPTP D TC CTT'T TUTTAT 
J. j_j Xx xO Oili JL , ± ±±j-i±H 

EXIT. 



EXIT TO READ-NEXT-INSTRUCTION. 



FIGURE 4-3, SAMPLE FLOWCHART, 
SUBTRACT (Sheet 1 of 2) 



4-14 



12. The operand in D (150 ) is complemented by an Exclusive OR with all 1 bits. 
The result is placed in the U-register: 

150,^ XOR FFFF_ = FEAF . 
16 16 16 

13. The contents of the U-register (FEAF ) are added to the contents of the 
accimiulator (300 ) and a 1 bit is forced into the carry-in position for the 
two's complement mode of operation: FEAF + 150^^ + 1 = l^O^g with a 

carry of 1. 

1111 1110 1010 1111 FEAF 

0000 0011 0000 0000 300 

1 1 



0000 0001 1011 0000 

14. Bit 1 of the Condition/Counter register, C , contains the overflow status. This 
condition is tested. For this example, it is zero and the next instruction executed is 16. 

15. If the overflow bit is set. a 1 bit is forced into the simulated 1130 status 
register. 

16. Bit of the C-register contains carry status. In this example, the carry is 
a 1 and control transfers to statement 19. 

17. If the carry is zero, the carry bit (bit 14) and all the unused bits are cleared 
with an AND. The overflow bit (bit 15) is unchanged. 

18. An Unconditional Jump to read the next instruction terminates the program. 

19. The carry bit of the simulated Status register is forced to a 1 and the overflow 
bit (bit 15) is unchanged. 

20. An Exit-to-RNI is performed. 



FIGURE 4-3. SAMPLE FLOWCHART, 
SUBTRACT (Sheet 2 of 2) 
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APPENDIX A 



POWERS OF TWO 



APPENDIX A 
POWERS OF TWO 



n -n 

2 n 2 

1 10 

2 1 05 
4 2 025 
8 3 125 

16 4 0.062 5 

32 5 0.031 25 

64 6 0015 625 

128 7 007 812 5 

256 8 003 906 25 

512 9 0001 953 125 

1 024 10 000 976 562 5 

2 048 11 000 488 281 25 
4 096 12 0.000 244 140 625 

8 192 !3 0.000 122 070 312 5 

16 384 14 0.000 061 035 156 25 

32 768 15 0.000 030 517 578 125 

65 536 16 0000 015 258 789 062 5 

131 072 17 000 007 629 394 531 25 

262 144 18 0000 003 814 697 265 625 

524 288 19 000 001 907 348 632 812 5 

1 048 576 20 0000 000 953 674 316 406 25 

2 097 152 21 000 000 476 837 158 203 125 

4 194 304 22 000 000 238 418 579 101 562 5 

8 388 608 23 000 000 119 209 289 550 781 25 

16 777 216 24 000 000 059 604 644 775 390 625 

33 554 432 25 000 000 029 802 322 387 695 312 5 

67 108 864 26 000 000 014 901 161 193 847 656 25 

i34 217 728 27 000 000 007 450 580 596 923 828 125 

268 435 456 28 000 000 003 725 290 298 461 914 062 5 

536 870 912 29 OOOO 000 001 862 645 149 230 957 031 25 

1 073 741 824 30 OOOO 000 000 931 322 574 615 478 515 625 

2 147 483 648 31 OOOO 000 000 465 661 287 307 739 257 812 5 
4 294 967 296 32 OOOO 000 000 232 830 643 653 869 628 906 25 
8 589 934 592 33 OOOO 000 000 116 415 321 826 934 814 453 125 

17 179 869 184 34 000 000 000 058 207 660 913 467 407 226 562 5 

34 359 738 368 35 OOOO 000 000 029 103 830 456 733 703 613 281 25 

68 719 476 736 36 OOOO 000 000 014 551 915 228 366 851 806 640 625 

137 433 953 472 37 OOOO 000 000 007 275 957 614 183 425 903 320 312 5 

274 877 906 944 38 OOOO 000 000 003 637 978 807 091 712 951 660 156 25 

549 755 813 888 39 OOOO 000 000 001 818 989 403 545 856 475 830 078 125 

1 099 511 627 776 40 OOOO 000 000 000 909 494 701 772 928 237 915 039 062 5 

2 199 023 255 552 41 OOOO 000 000 000 454 747 350 886 464 118 957 519 531 25 
4 398 046 511 104 42 OOOO 000 000 000 227 373 675 443 232 059 478 759 765 625 

8 796 093 022 208 43 OOOO 000 000 000 113 686 837 721 616 029 739 379 882 812 5 

17 592 186 044 416 44 OOOO 000 000 000 056 843 418 860 808 014 869 689 941 406 25 

35 184 372 088 832 45 OOOO 000 000 000 028 421 709 430 404 007 434 844 970 703 125 

70 368 744 177 664 46 OOOO 000 000 000 014 210 854 715 202 003 717 422 485 351 562 5 

140 737 488 355 328 47 0.000 000 000 000 007 105 427 357 601 001 858 711 242 675 781 25 

281 474 976 710 656 48 OOOO 000 000 000 003 552 713 678 800 50O 929 355 621 337 890 625 

562 949 953 421 312 49 OOOO 000 000 000 001 776 356 839 400 250 464 677 810 668 945 312 5 

1 125 899 906 842 624 50 OOOO 000 000 000 000 888 178 419 700 125 232 338 905 334 472 656 25 

2 251 799 813 685 248 51 0.000 000 000 000 000 444 089 209 850 062 616 169 452 667 236 328 125 

1 J^i ?!o ^^^ ^'° "^^ ^^ °°°° °°° °°° °°° °°° 222 044 604 925 031 308 084 726 333 618 164 062 5 

,H m! Ill 111 It^ ^^^ " °°^ °°° °°° °°° °°° "' °22 302 462 515 654 042 363 166 809 082 031 25 

\l ni« 7of A?! Ill T" ^^ °°°° °^ °°° °°° °°° °" ^" '51 231 257 827 021 181 583 404 541 015 625 

7o r.ll III .1. " °°°° °°° °°° °°° °°° °27 755 575 615 628 913 510 590 791 702 270 507 812 5 

144 il5 f«fl n^l III o^t ^^ °''°° °°° °°° °°° °°° °'3 "^ ^8' «°^ 814 456 755 295 395 851 135 253 906 25 

5fl« o\n Itl ?^? ^?? " °°°° °°° °°° °°° °°° <^« 538 893 903 907 228 377 647 697 925 567 626 953 125 

57fi l^ lit -,11 M ^^ °°°° °°° °°° °°° °°° °°^ "^5 '*^^ 551 953 614 188 823 848 962 783 813 476 562 5 

1 157 qp? Ir^ Trl lA I,. ^^ °°°° °°° °°° °°° °°° °°' ^3^ "3 475 976 807 094 411 924 481 391 906 738 281 25 

2 305 841 ^ IT^ Tct II, !° °°°° 000 000 OOO 000 000 867 361 737 988 403 547 205 962 240 695 953 369 140 625 

4 611 686 Oil ^^7 til 11. t\ °°°° °°° °°° °°° °°° °°° "" 680 868 994 201 773 602 981 120 347 976 684 570 312 5 

H on b»b 018 427 387 904 62 0.000 000 000 000 000 000 216 840 434 497 SCO 886 SO! 490 560 !73 988 342 285 156 25 
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APPENDIX B 
ASCII, TELETYPE, AND HOLLERITH CODES 



APPENDIX B 
ASCII, TELETYPE, AND HOLLERITH CODES 



Hex. 
Code 



Character 
Name 



ASCII 
Character 



Teletype 
Character 



Key or Key 
Combinations 



Hollerith 
Punch Code 



80 


Null/idle 


NULL 


81 


Start of Message 


SOM 


82 


End of Address 


EOA 


83 


End of Message 


EOM 


84 


End of Transmission 


EOT 


85 


Who Are You 


WRU 


86 


Are You 


RU 


87 


Audible Signal 


BELL 


88 


Format Effector 


FE 


89 


Horizontal Tabulation 


H TAB 


8A 


Line Feed 


LF 


8B 


Vertical Tabulation 


VTAB 


8C 


Form Feed 


FF 


SD 


Carriage Return 


CR 


8E 


Shift Out 


SO 


8F 


Shift In 


SI 


90 


Device Control Reversed 
for Data Line Escape 


DCO 


91 


Device Control ON 


DCl 


92 


Device Control (TAPE) 


DC2 


93 


Device Control OFF 


DC3 


94 


Device Control 


DC4 


95 


Error 


ERR 


96 


Synchronous Idle 


SYNC 


97 


Logical End of Media 


LEM 


98 


Separator, Information 


SO 


99 


Separator, Data Delimiters 


SI 


9A 


Separator, Words 


S2 


9B 


Separator, Groups 


S3 


9C 


Separator, Records 


S4 


9D 


Separator, Files 


S5 


9E 


Separator, Misc. 


S6 


9F 


Separator, Misc. 


S7 


AO 


Space 


SP 



Space 



CTRL 


@ 


CTRL 


A 


CTRL 


B 


CTRL 


C 


CTRL 


D 


CTRL 


E 


CTRL 


F 


CTRL 


G 


CTRL 


H 


CTRL 


1 


CTRL 


J 


CTRL 


K 


CTRL 


L 


CTRL 


M 


CTRL 


N 


CTRL 


O 


CTRL 


P 


CTRL 


Q 


CTRL 


R 


CTRL 


S 


CTRL 


T 


CTRL 


U 


CTRL 


V 


CTRL 


W 


CTRL 


X 


CTRL 


Y 


CTRL 


Z 


SHIFT 


CTRL K 


SHIFT 


CTRL L 


SHIFT 


CTRL M 


SHIFT 


CTRL N 


SHIFT 


CTRL O 


Space Bar 



Space - No character is printed. 



B-1 



Hex. 
Code 


Character 
Name 


ASCII 
Character 


Teletype 
Character 


Key or Key 
Combinotions 


Hollerith 
Punch Code 


Al 


Exclamation Point 


! 


I 


SHIFT ! 


*** 


A2 


Quotation Marks 


It 


tl 


SHIFT " 


12-8-7 


A3 


Number Sign 


# 


» 


SHIFT * 


11-8-6 


A4 


Dol lar Sign 


$ 


$ 


SHIFT $ 


11-8-3 


A5 


Percent Sign 


% 


% 


SHIFT % 


12-8-5 


A6 


Ampersand 


& 


& 


SHIFT & 


8-6 


kl 


Apostrophe 


1 


1 


SHIFT ' 


8-7 


A8 


Porenthesis, Beginning 


( 


( 


SHIFT ( 


0-8-4 


A9 


Parenthesis, Ending 


) 


) 


SHIFT ) 


12-8-4 


AA 


Asterisk 


* 


* 


SHIFT * 


11-8-4 


AB 


Plus Sign 


+ 


+ 


SHIFT + 


12 


AC 


Comma 


/ 


/ 


/ 


0-8-3 


AD 


Hyphen 


- 


- 


- 


11 


AE 


Period 


• 


■ 


• 


12-8-3 


AF 


Virgule 


/ 


/ 


/ 


0-1 


BO 


Numeral 














B1 


Numeral 1 


1 


1 


1 


1 


B2 


Numeral 2 


2 


2 


2 


2 


B3 


Numeral 3 


3 


3 


3 


3 


B4 


Numeral 4 


4 


4 


4 


4 


B5 


Numeral 5 


5 


5 


5 


5 


B6 


Numeral 6 


6 


6 


6 


6 


B7 


Numeral 7 


7 


7 


7 


7 


DO 


Kl 1 O 

tNUMICIUI U 


Q 


s 


g 


8 


B9 


Numeral 9 


9 


9 


9 


9 


BA 


Colon 


: 


: 


: 


0-8-6 


BB 


Semicolon 


t 


/ 


/ 


8-4 


BC 


Less Than 


< 


< 


SHIFT < 


11-8-5 


BD 


Equals 


= 


= 


SHIFT = 


8-3 


BE 


Greater Than 


> 


> 


SHIFT > 


0-8-5 


BF 


Interrogation Point 


? 


? 


SHIFT ? 


12-8-6 


CO 


At 


@ 


@ 


SHIFT @ 


— 


CI 


Letter A 


A 


A 


A 


12-1 



'No Hollerith Punch or Card Code available for this character. 



B-2 



Hex. 
Code 


Character 
Nome 


ASCII 
Character 


Teletype 
Character 


Key 
Comb 


or Key 
inations 


Hollerith 
Punch Code 


C2 


Letter B 


B 


B 


6 




12-2 


C3 


Letter C 


C 


C 


C 




12-3 


C4 


Letter D 


D 


D 


D 




12-4 


C5 


Letter £ 


E 


E 


E 




12-5 


C6 


Letter F 


F 


F 


F 




12-6 


C7 


Letter G 


G 


G 


G 




12-7 


C8 


Letter H 


H 


H 


H 




12-8 


C9 


Letter 1 


1 


1 


1 




12-9 


CA 


Letter J 


J 


J 


J 




11-1 


CB 


Letter K 


K 


K 


K 




11-2 


CC 


Letter L 


L 


L 


L 




11-3 


CD 


Letter M 


M 


M 


M 




11-4 


CE 


Letter N 


N 


N 


N 




11-5 


CF 


Letter O 


O 





O 




11-6 


DO 


Letter P 


P 


P 


P 




11-7 


Dl 


Letter Q 


Q 


Q 


Q 




11-8 


D2 


Letter R 


R 


R 


R 




11-9 


D3 


Letter S 


S 


S 


S 




0-2 


D4 


Letter T 


T 


T 


T 




0-3 


D5 


Letter U 


U 


U 


U 




0-4 


D6 


Letter V 


V 


V 


V 




0-5 


07 


Letter W 


W 


W 


w 




0-6 


D8 


Letter X 


X 


X 


X 




0-7 


D9 


Letter Y 


Y 


Y 


Y 




0-8 


DA 


Letter Z 


Z 


Z 


z 




0-9 


DB 


Bracket, Left 


[ 


[ 


SHIFT 


K 


*** 


DC 


Reverse Virgule 


\ 


\ 


SHIFT 


L 


*♦* 


>!> 


Bracket, Right 


] 


] 


SHIFT 


M 


*♦* 


DE 


Up Arrow (exponentation) 


t 


t 


SHIFT 






DP 


Left Arrow 


.^ 


„_ 


SHIFT 






El through FC 


are not available 












FD 


Unassigned Control 


1 


— 


ALT MODE 




FE 


Not Available 












FF 


Delete/Idle/Rub Out 


DEL 


— 


RUB OUT 


«— 


*** k. 1 11 II 


• .1 H • .^ . _ 













*** No Hollerith Punch or Cord Code available for this character 



B-3 



APPENDIX C 
TABLE OF BINARY- TO- HEXADECIMAL CONVERSION 



APPENDIX C 
TABLE OF BINARY- TO- HEXADECIMAL CONVERSION 



Binary 


Hexdecimal 




0000 







0001 


1 




0010 


2 




0011 


3 




0100 


4 




0101 


5 




Olio 


6 




0111 


7 




1000 


8 




1001 


9 




1010 


A 




1011 


B 




1100 


C 




1101 


D 




1110 


E 




nil 


F 





C-1 



APPENDIX D 
HEXADECIMAL-TO-DECIMAL CONVERSION TABLE 



APPENDIX D 
HEXADECIMAL-TO-DECIMAL CONVERSION TABLE 



The tab 


e in tl- 


is appendix provides 


for direct conversion 




H 


exadecimal 




Decimal 




o 


f decimal and hexac 


ecimal 


number 


s in th 


ese ranges: 






































4000 






16384 






Hexadecimal 






Decimal 








5000 






20484 






000 to FFF 






0000 to 4095 








6000 

7000 






24576 
28672 




For numbers outside the range of the table, odd the 
following values to the table figures: 






8000 
9000 
AOOO 






32768 
36864 
40960 








Hexad 


scimal 






Decimal 








BOOO 

cooo 






45056 
49152 








1000 






4096 








DOOO 






53248 








2000 






8192 








EOOO 






57344 








3000 






12288 








FOOO 






61440 















r 
1 


r 





1 


r 
1 

^ 1 


____ 


— E 




1 


9 






r 




"^ ! 






/~ 




> 






1 

1 1 







oooo i 

1 


ooo# 1 

1 


1 — — — — — — — 

1 


-J 


• oo# 


> 1 
i 1 





1 


2 


3 


4 


5 


6 


7 


8 


t 

9 


A 


B 


C 


D E 


F 


000 
010 
020 
030 


0000 
0016 
0032 
0048 


0001 
0017 
0033 
0049 


0002 
0018 
0034 
0050 


0003 
0019 
0035 
0051 


0004 
0020 
0036 
0052 


0005 
0021 
0037 
0053 


0006 
0022 
0038 
0054 


0007 
0023 
0039 

0055 


0008 
0024 
0040 

0056 


0025 
0041 
0057 


0010 
0026 
0042 
0058 


0011 
0027 
0043 
0059 


0012 
0028 
0044 
0060 


0013 0014 
0029 0030 
0045 0046 
0061 0062 


0015 
0031 
0047 
0063 


040 
050 
060 
070 


0064 
0080 
0096 
0112 


0065 
0081 
0097 
0113 


0066 
0082 
0098 
0114 


0067 
0083 
0099 
0115 


0068 
0084 
0100 
0116 


0069 
0085 
0101 
0117 


0070 
0086 
0102 
0118 


0071 
0087 
0103 
0119 


0072 
0088 
0104 
0120 


0073 
0089 
0105 
0121 


0074 
0090 
0106 
0122 


0075 
0091 
0107 
0123 


0076 
0092 
0108 
0124 


0077 0078 
0093 0094 
0109 0110 
0125 0126 


0079 
0095 
0111 
0127 


080 
090 
OAO 
OBO 


0128 
0144 
0160 
0176 


0129 
0145 
0161 
0177 


0130 
0146 
0162 
0178 


0131 
0147 
0163 
0179 


0132 
0148 
0164 
0180 


0133 
0149 
0165 
0181 


0134 
0150 
0166 
0182 


0135 
0151 
0167 
0183 


0136 
0152 
0168 
0184 


OW? 

0153 
016& 
0185 


0138 
0154 
0170 
0186 


0139 
0155 
0171 
0187 


0140 
0156 
0172 
0188 


0141 0142 
0157 0158 
0173 0174 
0189 0190 


0143 
0159 
0175 
0191 


OCO 
ODO 

GEO 
OFO 


0192 
0208 
0224 
0240 


0193 
0209 
0225 
0241 


0194 
0210 
0226 
0242 


0195 
0211 
0227 
0243 


0196 
0212 
0228 
0244 


0197 
0213 
0229 
0245 


0198 
0214 
0230 
0246 


0199 
0215 
0231 
0247 


0200 
0216 
0232 
0248 


0201 
0217 
0233 
ft249 


0202 
0218 
0234 
0250 


0203 
0219 
0235 
0251 


0204 
0220 
0236 
0252 


0205 0206 
0221 0222 
0237 0238 
0253 0254 


0207 
0223 
0239 
0255 


100 
110 
120 
130 


0256 
0272 
0288 
0304 


0257 
0273 
0289 
0305 


0258 
0274 
0290 
0306 


0259 
0275 
0291 
0307 


0260 
0276 
0292 
0308 


0261 
0277 
0293 
0309 


0262 
0278 
0294 
0310 


0263 
0279 
0295 
0311 


0264 
0280 
0296 
0312 


0263 

ozai 

0297 
0313 


0266 
0282 
0298 
0314 


0267 
0283 
0299 
0315 


0268 
0284 
0300 
0316 


0269 0270 
0285 0286 
0301 0302 
0317 0318 


0271 
0287 
0303 
0319 


140 
150 
160 
170 


0320 
0336 
0352 
0368 


0321 
0337 
0353 
0369 


0322 
0338 
0354 
0370 


0323 
0339 
0355 
0371 


0324 
0340 
0356 
0372 


0325 
0341 
0357 
0373 


0326 
0342 
0358 
0374 


0327 
0343 
0359 
0375 


0328 
0344 
0360 
0376 


0329 
034S 
03dl 
0377 


0330 
0346 
0362 
0378 


0331 
0347 
0363 
0379 


0332 
0348 
0364 
0380 


0333 0334 
0349 0350 
0365 0366 
0381 0362 


0335 
0351 
0367 
0383 


180 
190 
lAO 
IBO 


0384 
0400 
0416 
0432 


0385 
0401 
0417 
0433 


0388 
0402 
0418 

0434 


0387 
0403 
0419 

0435 


0388 
0404 
0420 
0436 


0389 
0405 
0421 
0437 


0390 
0406 
0422 
0438 


0391 

0407 
0423 
0439 


0392 
0408 
0424 
0440 


0393 
O409 
042$ 
0441 


0394 
0410 
0426 
0442 


0395 
0411 
0427 
0443 


0396 
0412 
0428 
0444 


0397 0398 
0413 0414 
0429 0430 
0445 0446 


0399 
0415 
0431 
0447 


ICX) 

IDO 
1E0 


0448 
0464 
<«60 


0449 
0465 
04S! 
0497 


0450 
0466 
0482 
0498 


0451 
0467 
0483 
0499 


0452 
0468 
0484 
0500 


0453 
0469 
0485 
0501 


0454 
0470 
0486 
0502 


0455 
0471 
046r 
0503 


0456 
0472 

0504 


0457 

04TS 

1048&I 

0505 


0458 
0474 
0490 
0506 


0459 
0475 
0491 
0507 


0460 
0476 
0492 
0508 


0461 0462 
0477 0478 
0493 0494 
0509 0510 


0463 
0479 
0495 
0511 


IFO 


0496 



D-1 








1 


2 


3 


4 


5 


6 


7 


8 


9 


A 


B 


C 


D 


E 


F 


200 


0512 


0513 


0514 


0515 


0516 


0517 


0518 


0519 


0520 


0521 


0522 


0523 


0524 


0525 


0528 


0527 


2i0 


0528 


0529 


0530 


0531 


0532 


0533 


0534 


0535 


0536 


0537 


0538 


0539 


0540 


0541 


0542 


0543 


220 


0544 


0545 


0546 


0547 


0548 


0549 


0550 


0551 


0552 


0553 


0554 


0555 


0556 


0557 


0558 


0559 


230 


0560 


0561 


0562 


0563 


0564 


0565 


0566 


0567 


0568 


0569 


0570 


0571 


0572 


0573 


0574 


0575 


240 


0576 


0577 


0578 


0579 


0580 


0581 


0582 


0583 


0584 


0585 


0586 


0587 


0588 


0589 


0590 


0591 


250 


0592 


0593 


0594 


0595 


0596 


0597 


0598 


0599 


0600 


0601 


0602 


0603 


0604 


0605 


0606 


0607 


260 


0608 


0609 


0610 


0611 


0612 


0613 


0614 


0615 


0616 


0617 


0618 


0619 


0620 


0621 


0622 


0623 


270 


0624 


0625 


0626 


0627 


0628 


0629 


0630 


0631 


0632 


0633 


0634 


0635 


0636 


0637 


0638 


0639 


280 


0640 


0641 


0642 


0643 


0644 


0645 


0646 


0647 


0648 


0649 


0650 


0651 


0652 


0653 


0654 


0655 


290 


0656 


0657 


0658 


0659 


0660 


0661 


0662 


0663 


0664 


0665 


0666 


0667 


0668 


0669 


0670 


0671 


2A0 


0672 


0673 


0674 


0675 


0676 


0677 


0678 


0679 


0680 


0681 


0682 


0683 


0684 


0685 


0686 


0687 


2B0 


0688 


0689 


0690 


0691 


0692 


0693 


0694 


0695 


0696 


0697 


0698 


0699 


0700 


0701 


0702 


0703 


2C0 


0704 


0705 


0706 


0707 


0708 


0709 


0710 


0711 


0712 


0713 


0714 


0715 


0716 


0717 


0718 


0719 


2D0 


0720 


0721 


0722 


0723 


0724 


0725 


0726 


0727 


0728 


0729 


0730 


0731 


0732 


0733 


0734 


0735 


2E0 


0736 


0737 


0738 


0739 


0740 


0741 


0742 


0743 


0744 


0745 


0746 


0747 


0748 


0749 


0750 


0751 


2F0 


0752 


0753 


0754 


0755 


0756 


0757 


0758 


0759 


0760 


0761 


0762 


0763 


0764 


0765 


0766 


0767 


300 


0768 


0769 


0770 


0771 


0772 


0773 


0774 


0775 


0776 


0777 


0778 


0779 


0780 


0781 


0782 


0783 


310 


0784 


0785 


0786 


0787 


0788 


0789 


0790 


0791 


0792 


0793 


0794 


0795 


0796 


0797 


0798 


0799 


320 


0800 


0801 


0802 


0803 


0804 


0805 


0806 


0807 


0808 


0809 


0810 


0811 


0812 


0813 


0814 


0815 


330 


0816 


0817 


0818 


0819 


0820 


0821 


0822 


0823 


0824 


0825 


0826 


0827 


0828 


0829 


0830 


0831 


3'JO 


0832 


0833 


0834 


0835 


0836 


0837 


0838 


0839 


0840 


0841 


0842 


0843 


0844 


0845 


0846 


0847 


yjO 


0848 


0849 


0850 


0851 


0852 


0853 


0854 


0855 


0856 


0857 


0858 


0859 


0860 


0861 


0862 


0863 


360 


0864 


0865 


0866 


0867 


0868 


0869 


0870 


0871 


0872 


0873 


0874 


0875 


0876 


0877 


0878 


0879 


370 


0880 


0881 


0882 


0883 


0884 


0885 


0886 


0887 


0888 


0889 


0890 


0891 


0892 


0893 


0894 


0895 


380 


0896 


0897 


0898 


0899 


0900 


0901 


0902 


0903 


0904 


0905 


0906 


0907 


0908 


0909 


0910 


0911 


390 


0912 


0913 


0914 


0915 


0916 


0917 


0918 


0919 


0920 


0921 


0922 


0923 


0924 


0925 


0926 


0927 


3A0 


0928 


0929 


0930 


0931 


0932 


0933 


0934 


0935 


0936 


0937 


0938 


0939 


0940 


0941 


0942 


0943 


3B0 


0944 


0945 


0946 


0947 


0948 


0949 


0950 


0951 


0952 


0953 


0954 


0955 


0956 


0957 


0958 


0959 


3C0 


0960 


0961 


0962 


0963 


0964 


0965 


0966 


0967 


0968 


0969 


0970 


0971 


0972 


0973 


0974 


0975 


3D0 


0976 


0977 


0978 


0979 


0980 


0981 


0982 


0983 


noB/i 


nofi^ 


noQA 


AOfi-r 


rtOOO 


f\ncr\ 


0990 


f\r\r\^ 




















%'\j\j ■ 


\'xJ\JU 


\>^J\J\J 


^•jyjt 


vauo 


V/OOJ 


vaai 


3e6 


0992 


0993 


0994 


0995 


0996 


0997 


0998 


0999 


1000 


1001 


1002 


1003 


1004 


1005 


1006 


1007 


3F0 


1008 


1009 


1010 


1011 


1012 


1013 


1014 


1015 


1016 


1017 


1018 


1019 


1020 


1021 


1022 


1023 








1 


2 


3 


4 


5 


6 


7 


8 


9 


A 


B 


C 


D 


E 


F 


400 


1024 


1025 


1026 


1027 


1028 


1029 


1030 


1031 


1032 


1033 


1034 


1035 


1036 


1037 


1038 


1039 


410 


1040 


1041 


1042 


1043 


1044 


1045 


1046 


1047 


1048 


1049 


1050 


1051 


1052 


1053 


1054 


1055 


420 


1056 


1057 


1058 


1059 


1060 


1061 


1062 


1063 


1064 


1065 


1066 


1067 


1068 


1069 


1070 


1071 


430 


1072 


1073 


1074 


1075 


1076 


1077 


1078 


1079 


1080 


1081 


1082 


1083 


1084 


1085 


1086 


1087 


440 


1088 


1089 


1090 


1091 


1092 


1093 


1094 


1095 


1096 


1097 


1098 


1099 


1100 


1101 


1102 


1103 


450 


1104 


1105 


1106 


1107 


1108 


1109 


1110 


nil 


1112 


1113 


1114 


1115 


1118 


1117 


1118 


1119 


460 


1120 


1121 


1122 


1123 


1124 


1125 


1126 


1127 


1128 


1129 


1130 


1131 


1132 


1133 


1134 


1135 


470 


1136 


1137 


1138 


1139 


1140 


1141 


1142 


1143 


1144 


1145 


1146 


1147 


1148 


1149 


1150 


1151 


480 


1152 


1153 


1154 


1155 


1156 


1157 


1158 


1159 


1160 


1161 


1162 


1163 


1164 


1165 


1166 


1167 


490 


1168 


1169 


1170 


1171 


1172 


1173 


1174 


1175 


1176 


1177 


1178 


1179 


1180 


1181 


1182 


1183 


4A0 


1184 


1185 


1186 


1187 


1188 


1189 


1190 


1191 


1192 


1193 


1194 


1195 


1196 


1197 


1198 


1199 


4B0 


1200 


1201 


1202 


1203 


1204 


1205 


1206 


1207 


1208 


1209 


1210 


1211 


1212 


1213 


1214 


1215 


4C0 


1216 


1217 


1218 


1219 


1220 


1221 


1222 


1223 


1224 


1225 


1226 


1227 


1228 


1229 


1230 


1231 


4D0 


1232 


1233 


1234 


1235 


1236 


1237 


1238 


1239 


1240 


1241 


1242 


1243 


1244 


1245 


1246 


1247 


4E0 


1248 


1249 


1250 


1251 


1252 


1253 


1254 


1255 


1256 


1257 


1258 


1259 


1260 


1261 


1262 


1263 


4F0 


1264 


1265 


1266 


1267 


1268 


1269 


1270 


1271 


1272 


1273 


1274 


1275 


1276 


1277 


1278 


1279 


500 


1280 


1281 


1282 


1283 


1284 


1285 


1286 


1287 


1288 
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